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ABSTRACT

In May 1964, a USAAVLABS-sponsored turbine/material research
program was initiated by the AiResearch Manufacturing Company
of Arizona. The overall program objective was to perform
design studies and materials investigations to advance tech-
nology for a 2400°F uncooled turbine component. The effoxt
was to culminate in preliminary design of an uncocled turbine
stage.

The design activities of the uncooled-turbine program reported
in this document (Volume II of the three-volume final repcrt)
were conducted concurrently with a materials research activity
to document the material-property values of IN-100 and
AiResist 13 and also to develop a high-temperature turbine
material from intermetallic compositions of beryllide. The
mechanical analyses conducted for the turbines design were
bzsed on estimates of the IN-100 and beryllide material prop-
erties.

Preliminary design studies were conducted to define a number
cf feasible aerodynamic turbine designs for efficiency com-
parisons and centrifugal blade stress analyses. From these
studies, a candidate turbine design was selected. Preliminary
disk-shape studies, thermal analyses, and centrifugal and
thermal elastic stress analyses were conducted for each rotor
disk of the candidate turbine.

The design determined for the uncooled turbine evaluations was
a three-stage axial-flow turbine with an equal work split
among the stages. Each turbine rotor was designed for 40
blades, with the first 2 stages using hollow blades of
beryllide material attached to IN-100 rotor disks by means of
a 2-lobe fir-tree attachment method. The third-stage turbine
rotor was designed to be a one-piece casting of IN-100 with
integral blades. The first-stage stator was designed as a
three-piece-per-~vane configuration consisting of a platform,
hollow vane, and outer shroud--each piece to be fabricated
from berylliide material., It was anticipated that the second-
stage stator design would be based on the use of beryllide
material and that the third-stage stator material would be
IR-100. However, design studies were not conducted for either
the second- or third-stage stators. Additional design fea-
tures include a turbine inlet temperature (TIT) of 2400°F, a
rotational speed of 38,000 rpm, an airflow rate of 5.0 pounds
per second, a rotor disk cooling-air flow rate of 2.0 percent,
a turbine pressu.-e ratio of 9.5:1, and a predicted totai-to-
total turbine efficiency of 88 percent.
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The feasibility of the uncooled turbine design was evaluated

by mechanical and thermal studies made on the first-stage
turbine components. Extensive thermal and stress studies
werz oonducted to evzluate the mechanical configqurations of
the rotor blade. disk/blade attachment, and disk, as well as
the stator vane and vane attachment.

Design studies £Or the uncooled turbine were terminated when
it became spracant that the proposed beryllide turbine mate-
rial was inadeguate to satisfy design requirements. Az re-
ported in vVolure I (Materials Research) of the final report,
the beryllide compositions that were developed and tested
lacked sufficient stress-rupture strength for rotor applica-
tion and did not possess adequate ductility for either the
stator or the rotor application.
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FOREWORD

The effort reported herein was conducted by the AiResearch
Manufacturing Company under the terms of Contract
DA 44-177-AMC-183 (T), Task 1Gl52204A01409.

The analytical, experimental, and development efforts that
were conducted under the uncooled turbine program are describ-
ed in the three volumes of the final report.

Volume I presents the results of material investigations
{both USAAVLABS~ and company-sponsored) that were conducted
to develop a material that would be suitable for the turbine
compcnents of a 2400°F uncooled turbine.

Volume IXI presents the results of the aerodynamic, thermo-
dynamic, and mechanical design activities that were conducted
for the design of a 2400°F uncccled turbine.

Volume IXI presents the results of a test-evaluation program
that wcs conducted to determine the feasibility of a fluigdic

temperature-~sensing system for the measurement of TIT's in a
2400°F aas turbine engine.

The manager of the Small Gas Turbine Engine Project was Mr.

D. G. Furst, and the program manager of this uncooled-turbine
program was Mr. F. Weber. Principal investigators were
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J. J. Rebeske, and A. E. Wilson. The principal engineering
consultants were Messrs. R, O. Bullock and E. L. Wheeler. The
overall guidance and technical direction provided by Messrs.

J. White, H. Morrow, L. Bell, and D. Cale of USAAVLABS are
gratefully acknowledged. ’
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pressure-side diffusion parameter

suction-side diffusion parameter

total surface diffusion parameter

disk neck thickness in dovetail attachment

modulus of elasticity, psi

1. total blade load
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simulated total blade load

2

gravitational constant, ft/sec

rotor blade height
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J conversion constant, ft-1b/Btu

K 1. ratio of relative tangential velocity to
relative velocity

2. thermal conductivity

K, apparent stress concentration factor
K.¢ef effective stress ccncentration factor a
k equation constant dependent on tip shroud geometry
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Lg same as L,
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2. mean camber-line length of blade section
N same as c 1
n number of stages
P i. pressure, psia
2. 1load, 1b
Poab ambient pressure, psia
Pée total pressure at rotor exit
R 1. gas constant, ft-1b/1b-°R
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lobe pair first become engaged

location of fillet radius in dovetail attachment

same as RB

8 & o

temperature, °R

Rc total temperature recovery factor
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L Yength
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R diffuser static-pressure-recovery coefficient

P
r radius
x radius of blade section
T rotor mean radius
r, radius of suction surface
T, rotor-tip radius
s blade spacing
T 1. temperature

2. same as c 1

Taw adiabatic wall temperature
TC mid-blade thickness
T; total gas temperature relative to the blade
Tg static gas temperature
Tamb ambient temperature
t 1. time .
2., dimension in axial direction, in.
ta leading-edge thickness
t. blade camber thickness
to trailing-edge thickness
U blade speed, ft/sec
Uy hub tangential velocity, ft/sec
u tangential direction
v absolute velocity, ft/sec
v, rotor exit axial velocity, ft/sec
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velocity of gas relative to the blade, ft/sec
actual exit flow, lb/sec

axial direction

number of blades

1. absolute flow angle

2. coefficient of thermal expansion

3. dovetail broad angie

relative flow angle

ratio of specific heats

enthalpy change, Btu/i?

efficiency increment
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total trailing-edge momentum thickness

angular separation between the tang and neck
stress locations, deg

stage work coefficient

density

blade material density

1. average blade root stress, psi

2. stress, psi

neck stress in disk/blade attachment
fillet stress in disk/blade attachment

maximum stress where A is determined
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0y tang stress in disk/blade attachment
b4 1. Dblade stress taper factor
2. angle defining location of maximum tang stress

3. aerodynamic loading coefficient

W rotational velocity, radians/sec
Subscripts

m refers to model

p refers to prototype
Superscripts

' denotes stagnation conditions

denotes relative stagnation conditions




1. INTRODUCTION

This document describes the aerodynamic, thermodynamic, and
mechanical design activities that were conducted tc evolve an
acceptable unccoled-turbine design with the following charac-
teristics:

1. TIT - 2400°F

2. Turbine airflow - approximately 5.0 pounds
per sec

3. Turbine efficiency total to total (T-T) - 88 percent,
total to static (T-S) - 85 percent

4, Turbine stages -~ 3 to 5
5. Turbine rotational speed - 38,000 to 46,000 rpm

6. Turbine configuration -~ axial-flow rotors on
a common shaft

7. Turbine component materials -~ IN-~100, AiResist 12
and an intermetallic beryliide composition that
was concurrently being developed

It was expected that the turbine would eventually be used in
a small gas turbine driving an 8:1 to 10:1 compressor and
furnishing power for single-shaft engine application. The ob-
jectives of this activity were to establish the best design
consistent with high efficiency, mechanical considerations,
and practicality of manufacture for the uncooled turb’ne.

Tabie I presents a sequential logic flow chart that portrays

the scope of the overall design activities, shows the inter-

relationship of the individual tasks, and, in addition, lists
the numbers of paragraphs in which applicable discussion can

be found in this document.
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2. PRELIMINARY DESIGN STUDIES

2.1 GENERAL INFORMATION

The objective of developing an uncocled turbine with design
features of 2400°F TIT, 10:1 pressure ratio, and 5.0-pound-
per- second airflow required a turbine design that was opti-
mized from a stress standpoint in addition to the development
of an advanced turbine material. As reported ip Volume I, a
materials research program was being concurrently conducted
with the turbine design studies to develop a beryllide com-
position with sufficient material properties for use as a
high-temperature turbine material. Since material-property
design data were not yet available for the beryllide material,
the preliminary design studies placed emphasis on reducing
the inherent stress levels in the turbine design. The result-
ing stress levels then became the objective of the materials
research program. It was assumed that the beryllide composi-
tion material when developed would be adequate for use in the
rotor blades of the first two turbine stages and also for use
in the first- and second-stage statcrs,

Designs for the first- and second-stage rotor disks, all
subsequent stage rotors, and all stage stators except for the
first two stages were based on the premise that the turbine
material would be IN-100. Extensive literature research was
conducted to determine the present availability of material
properties for IN-100. The results revealed that current
stress-rupture data for IN-100 showed considerable scatter.
The IN-100 data scatter was found to lie both above and below
the current minimum stress-to-rupture values for as-cast

INCO 713C. Therefore, it was decided that INCO 713C data
would be used for the design studies until such time as reli-
able IN-100 data became available from the IN-10C materials
test program, reported in Volume I. Thus, if IN-100 failed
to meet expectations, it would not be unreasonable, from a
stress consideration, to substitute as-cast INCO 713C.

The preliminary design studies were directed to define a group
of candidate aerodynamic turbine desians, from which one
design could be selected cn the basis of centrifugal blade
stress evaluations and attainabie turbine efficiency compari-
sons.




It was believed that the last stage of the turbine would have
the most critical centrifugal blade stress levels. This
opinion was based on (1) the assumption that the conventional
material of the last-stage components would be more vulnerable
than the beryllide material of the upstream stages with re-
spect to estimated stress conditions, and (2}, the fact that
the last-stage annular area requirement results in greater
blade length. Therefore, the preliminary centrifugal blade
stress evaluations were conducted on the exit stage only.

To initiate the preliminary design studies, cycle calculations
were performed to establish the turbine exit temperature,
average gas properties, total-to-ambient pressure ratic, and
turbine inlet equivalent flow. The last-stage exit critical
velocity and diffuser static-pressure-recovery coefficient
were then selected, with consideration given to turbine effi-
ciency loss and to centrifugal stresses related to the result-
ing exit annulus area established. The number of turbine
stages, stage work split, and rotational rpm were then varied
to establish the physical size of the turbines and the at-
tendant vector diagrams and hub speeds (i.e., rotor disk rim
speeds). Nine candidate preliminary aerodynamic turbine
designs were dcfined by these procedures for further
evaluation, comparisons, and finally, selection of one desian
to critique for final design studies.

2.2 CYCLE CALCULATIONS

Cycle calculations were made to establich the overall require-
ments of the turbine in terms of turbine flow and work out-
put. A single-spool engire with the following operational
cycle for a sea-level standard day was selected:

1. Compressor pregsure ratio, 10:1

2. Compressor airflow, 5.0 pounde per second

3. compressor efficiency, 82 percent (T-T)

4. Turbine rotor disk cooling airflcw, 2 percent of
compressor airflow

5. Burner praessure loss 4P/P, 0.05

€. Burner afficiency, 98 percent

7. Lower heating value, 18,400 Btu per pound
8. TIiT, 2400°F
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9, Turbine efficiency, - (T-T) 88 percent,
(T-S) 85 percent

with use of the above-listed cycle parameters, the overall
turbine design requirements were calculated to be:

1. Turbine exit temperature, 1381°F

2. Turbine inlet eguivalent flow, 1.247 pounds
per second

3. Turbine pressure ratio (total-to-ambient), 9.5:1

In addition, a speed range of 30,000 to 42,000 rpm was speci-
fied. It was judged that feasible compressor designs could
be obtained in this speed range, with the higher speeds being
more desirable from the compressor design point of view and
the lower speeds being more desirable from a turbine stress
point of view.

With these general turbine requirements defined and the speed
range specified, turbine studies were made to determine the
quantitative dependence of turbine efficiency and last-stage
centrifugal blade stress on the choice of exit axial critical
velocity ratio, exhaust diffuser static-pressure-recovery
coefficient, and rotative speed,

2.3 LAST-STAGE EXIT CRITICAL VELOCITY RATIO

For the subject uncooled-turbine design, selection of the exit-
stage critical velocity ratio was made by determining the best
compromise between exhaust loss in terms of attainable turbine
efficiency and the centrifugal stresses directly related to
the rotor exit annulus area. The following subparagraphs
detail the sgtudies.that were rade to select an exit-stage
velocity ratio of 0.45.

2.3.1 Effect of lLast-Stage Exit Critical Velocity Ratto
on Attainable Turbine Bfficiency

Any kinetic energy leaving the exhaust plane of a shaft-power
engine diffuser exit is considered to be a less. This loss
can be expressed as the ratio of two isentropic available
energies across the turbine. First, if it is assumed that a
perfect diffuser and infinite area axe present, the velocity
at the exit plane of the engine can be made zero. For this
case, the available energy to the turbine is based on the
inlet total-to-ambient pressure. The secend is the case where
a real diffuser is considered. The isentropic available
energy here will be defined by the inlet total-to-exit
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total pressure ratio and is smaller than the first case by the
real diffuser losses. This pressure ratic can in turn be re-
lated to the axial critical velocitv ratio at the exit of the
turbine and a diffuser static-pressure-recovery coefficient.

For a given TIT and average gas properties, the ratio of the
isentropic availabie energies can be expressed as

> P. Y-l
c T 1 - ( exit) Y
M (total-total) _ P3| Pin . .
AH Py P P y_l 1 ( )
{total-ambient) ' amb —
in ]

The decrease in attainable efficiency on an isentropic basis
is therefore

Am =1 - AH(total to total)
AH(total to static)

(2)

P.
For a fixed overall pressure ratio ~§59 » the total-to-total
pressure ratio is amb
L} s
Pexit _ (Pamb) (Pexié) (33
P, ~\P; P,
in in amb

The diffuser static pressure recovery as the ratio of the
static pressure rise to the difference in total-to-static
pressure at the turbine exit is defined as

P - P .

amb exit _

! o g ™ i s - Rp (4)
exit exit




and

P._. (p*/P)__.
exit _ exit (5)

Pamb 1 + Pb[(%l) i -1]

For the condition of no exit swirl, the ratio of the total-to-
static pressure at the turbine rotor exit is a function of
only the exit axial critical velocity ratio,

= (6)

Figure 1 shows the decrease in attainable efficiency as a
function of exit axial critical velocity ratio for an overall
total-to-ambient pregsure ratio of 9.5 and 2 diffuser static-
pressure--recovery coefficient = 0.6. Experience has shown
that this value of is about the maximum value that can be
expected for an annular diffuser operating at the turbine
exit.

2.3.2 Effect of Last-Stage Exit Axial Velocity and Rotative
Speed on Rotor Blade Centr:fugal Stress

The average blade-root centrifugal stress may be represented
as a function of the rotative speed and exit annuiar area by
the following eguation Ior centrifugal loading:

p ?wza
_ PyY® Ay
S Y (7

where

blade material density, 1b/cu in.

-«
f

blade taper factor, dimensionlesz
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Figure 1. Loss in Attainable Efficiency.
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w = rotational velocity, radians/sec
A, = rotor annulus area, sq in.

g = acceleration of gravity, ft/sec
0 = average blade root stress, psi

The annular area in this equation can be expressed (again for

the case of no exit swirl component of velocity) as a func-
tion of the rotor exit axial critical velocity ratio, the

diffuser static-pressure-recovery coefficient, and the equiv-
alent flow required at the last-stage rotor exit. The exit
equivalent flow required is expressed as

wﬁfﬁ;
- (8)
re
where w = actual exit flow, lb/sec
AY/
— [ _ X
6re = 9re/pamb = ('5(';)' and Rp
8 Té’Tédb

The equivalent flow per unit of area is expressed in terws of
v
X as follows:

3
acr
1
V-1
2
\'4 v
-3
2 e () | @) o ea g o
A + er’! re cr’re cr (9)
2 ;/2
¢ = <X
where acr. std [Y+l 9 RTstd
0! - Pstd
7 std R Tstd




For the assumed static-pressure-recovery coeffzclent of 0.6,
Figure 2 shows br and gii as a function of.Ji— The required

qcr
annular area then is szmply
w‘fy; wy 0
A, =3 / 2% (10)
re A

For assumed values of rpm, blade material density, and blade
stress taper factor, it is now possible tc obtain the blade
root stresses as a function of~!*— at the rotor exit. Such a
3er 7
plot for biade root stress is shown ~n Figure 3 for a range
of rpm, a conventional blade qaterlal density of 0.3 pound
ver cubic inch (the density of INCY 713C), a diffuser recovery
factor of 0.6, and an assumed blade taper factor of 0.73.

Figure 3 shows that for any rotative speed, the rotor blade
centrifugal stress can be significantly reduced by going to
a higher rotor exit critical velocity ratio. Figure 1, how-
aver, shows that there is an accompanying decrease in attain-
able turbine efficiency associated with increasing exit
velocity. For this cycle, a two-point decrease in turbine
efficiency would decrease the specific power by 8.5 percent
or, for a given specific power, increase the inlet tsmpera-
ture by 69°F. Based on these considerations, a value of 0.45
was selected as a reasonable compromise for the rotor exit
axial critical velocity ratio degpite the indicated higher
blade stresses in Figure 3.

It would also appear from Figure 3 that the turbine speed is

uniquely defined by the specification of<§*- and a blade

cr
centrifugal stress, and to a large extent this is true. How-
ever, the blade taper factor ¥ assumes a linear blade profile
area variation with respect to radius and can have an effect
on the calculated centrifiagal stress. For instance, a loga-
rithmic or hyperbolic blade taper would result in reduced
centrifugal stress for the same exit velocity and rpm. For
this reason, more exact knowledge of the turbine blading is
required before the centrifugal stresses can be known for a
given exit velocity and rpm.

10
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2.3.3 Effect on Digk Stress of Stage Work Coefficient and
Number of Stages

The average tangential disk stress is dependent upon (among
other factors) the rim load, which is the product of the
blade centrifugal stress and the total blade profile area at
the rim, and the rim velocity or turbine hub speed. There-
fore, lower hub speed would result in a lower disk stress.
The hub speed of the turbine for a given work requirement is
dependent upon the product of the number of stages and the
stage work cocefficient. For a turbine of free vortex design
and constant hub radius, the total work output can be ex-
pressed by:

n
Required work = gJOH = U; Z Ag (11)
1
where
Ag = Avu/UH = stage work coefficient
AVh = change in tangential component
of velocity through the rotor
Uy = hub tangential wvelocity, ft
per sec
n = number of stages
or

[ Y

n
Uy = rejuired work/ E Mg
1

The work requirement can be met at a given hub velocity either
by increasing the stage work coefficient or by increasing the
number of stages with a given work coefficient.

Quantitative evaluations of these effects on disk stress,
however, required more detailed knowledge of the turbine
geometry for a given number of stages and individual stage
work coefficients.

i3




2.4 CHOICE OF STAGE WORK COEI-;EICIENTS

Figure 4 shows a typical vector digéram (nondimensionalized
by the hub speed) and station identification. For a constant
huk radius from Station 2 to 3 and with assumption of 2 free-
vortex distribution of velocity with respect to radius, the
stage work coefficient can be expressed {from Euler's work
equation) as

stage XZ.H - x3.H (12)

where

(13)

. 3,H ) UH 3,8

It is also apparent from the vector diagram that

W v

u u

—_) ={=] -1 (14)
(“a)z ("n)z

and therefore

- -

w\l
Mg ld) +1 (15)

and

wu
My g =\To Lt 1 (16)
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If, for the sake of simplicity, constant axial velocity is
assumed at Stations 2 and 3, then the ratio of the relative
tangential velocity is the same as the ratio of the relative
velocity. ILetting K be this ratio, we find that

W, W, {negative sign required
o S K T for change in vector (17)
H/3 B/Z direction)

where
W\ v
- (2 ()
"/3 H/2

For K > 1, there is an accelerating flow through the rotor--
i.e., a reacticn design. For K = 1.0, the relative velocities
entering or leaving the rotor are equal--i.e., an impulse
design. For K < 1.0, there is a veiocity deceleration across
the rotor--i.e., a negative reaction design. Wwithout proper
boundary-layer control, wvelocity deceleration across the
rotor is to be avoided, since separation is likely to occur,
with large attendant losses. 1In terms of the relative tan-
gential velocities, then, the stage work coefficient is

= 14 K (18)
8 UH -

™
"

and

.}

1 4 5 +3K ) {19)

2,1

Now, if we specify zero exit swirl (A3 = 0}, then ig = Az g
and rotor hub impulse conditions (i.e., K = 1.0), it then
follows that

A =1 = 2.0 (20)

P )
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For Ag > 2.0 and K = 1.0, A3 takes on negative values, which
decreases the reaction available and increases the turning
requirement on the fcllowing downstream stator. If the -stage
is a last stage, the kinetic energy represented by the tan-

" gential component of wvelocity cannot be recovered in an

annular diffuser and is therefore a loss. For these reasons,
turbines with stage work coefficients greater than 2.0
generalily exhibit lower aerodynamic efficiencies than those
with stage work coefficients equal to, or less than, 2.0.

Additionally, equal entering and leaving relative velocity at
the rotor hub (K = 1.0--impulse design} is usually accepted
as being a limiting aerodynamic condition that is consistent
with good efficiency. Impulse designs can also produce
higher work output for a given rotor blade hub speed than

can reaction designs.

2.5 CANDIDATE TURBINE DESIGNS FOR STRESS AND
EFFICIENCY EVALUATIONS

Nine candidate turbine designs were prepared for centrifugal
blade stress and efficiency analyses, from which the most ad-
vantageous design was to be gselected for final design studies.
Based on the reasoning presented in the preceding paragraphs,
each of the designs had an exit-stage critical velocity ratio
of 0.45 and impulse conditions specified at the rotor blade
hubs. Additionally, most of the designs had stage work coef-
ficients of 2.0.

Table:II presents a summary of the candidate turbine designs
whose gas paths were defined in detail and shows the speed
range, number of stages, and stage work coefficients con-
gidered.

Subsequent paragraphs report the stress and efficiency analy-

ses that were conducted to select the most advantageous
design,

2.5.1 Stress Evaluations of the Candidate Turbine Designs

Before the blade centrifugal stress, stress-rupture life, and
average tangential stress in the rotor disk can be accurately
determined, a number of variables must be known. Among these
variables are an accurate and complete geometrical description
of the biade, blade metal temperatures, material properties,
and the method by which the blade is attached to the disk.
Therefore, prior to initiation ¢f stress evaluations of the
candidate designs, efforts were conducted to either determine

17




TABLE II, NINE CANDIDATE PRELIMINARY
AERODYNAMIC DESIGNS

Stage Number
1 2 3 4 5
Turbine Design
Identification n
Number RPM Stage work Coefficients s
A-338-5 38,000 } 2.0 2.0 2.0 - - 6.0
3-438-5 38,000 § 2.0 2.0 2.0 2.0 - 8.0
A-538-5 38,000 § 2.0 2.6 2,0 2.0 2.0 10.C
A-342-5 42,0001 2.0 2.0 2.0 - - 6.0
A-442-4 42,000 { 2.0 2.¢ 2.0 2.0 - 8.0
A-346-4 46,000 } 2,0 2.0 2.0 - - 6.0
A-446-5 46,000 § 2.0 2.0 2.9 2.0 - 8.0
B-338-9 3g,000! 3.0 3.0 2.0 - - 8.0
B-338-10* 38,000 § 3.0 3.0 2.0 - - 8.0

*#Same blade heights as Turbins A-338-5.
m

18




or estimate the required information for the subject var-
iables. The following subparagraphs report these efforts and
also the results cf the stress evaluations,

2.5.1.1 Biade Geometry

A sizable man-hour effort is required to define a complete
and suitable three-dimensional blade shape. The procedure
is to specify a two-dimensional profile shape of a given
radius, determine the surface velocity distribution from a
channel flow solution,and subject the profile shape to
perturbation until a suitable velocity distribution is ob-
tained. This procedure is repeated at a number of specified
radii between the hub and tip shrouds of the flow passage.
The two-dimensional profiles are then stacked with their
centexr of gravity on a radial line and faired radially from
nub to tip. If a swooth three-dimensional fairing does not
result, the procedure is repeated until a smooth three-
dimensional shape is evolved., This blade is then further
analyzed with a complete three-dimensional flow solution.

Thus, the work involved in completing a three-dimensional
blade shape for each of the nine candidate turbine designs
for stress analyses would have been prohibitive for this
study. Therefore, a method was conceived to generate two-
dimensional blade profiies a2t each radial station uniquely
specified by the entering and leaving angles of the local
vector diagram and 2weifel'st* solidity requirements. The
blade section areas were then calculated and integrated, to-
gether with their radial moments, to obtain blade volumes
and radial centroids as reported in Appendix 1 of this docu-
ment.,

2.5.1.2 Blade Metal Temperatures

In addition to the centrifugal blade stresses calculated
based on the blade geometry study discussed above, it was
necegsary to determine the blade metal temperatures hefore
the blade stress-rupture life could be determined. For this
study, the klade wmetal temperatures were assumed to be equal

* Zwaifel, 0., OPTIMUM BLADE PITCH FOR TURBOMACHINES WITH
SPECIAIL. REFERENCE TO BLADES OF GREAT CURVATURE, Brown
Bovsri Review, Vol. 37, No. 12, December 1943, pp. 436-
{44,

19




to the adiabatic wall temperature at each radial section. 2
“flat" temperature profile {total agas temperature constant
across the annulus) was assumed at the rotor inlet. The adi-
abatic wall temperature (Tpy} was then determined from the
static gas temperature (Tg), total gas temperature relative
to the hlade {TQ), and an appropriate recovery factor (R,) at

each radial section. The relationship between these quanti-
ties is shown helow:

. we
"= Ts * 2530 21)

P
T =T +R L +R_(T. - 1)) (22
AW '8 c2chp“s e ‘"R” °s (22)

where R, is equal to the cube root of the Prandtl number for
turbulent flow, and the temm J53p represents the kinetic
energy of the gas relative to the blade.

2.5.1.3 Material Properties and Blade Attachment Methed

For the reasons given in Paragraph 2.1 of the preliminary
design studies, the centrifugal blade stress analyses were
conducted only on the exit stage of the candidate turbine
designs. The exit-stage rotor designs for each of the
candidate turbines were of a one-piece rotor configuration
with integrally cast blades.

INCO 713C material property data were used for the analyses,
Stress-rupture values for INCO 713C are presented in the
Larson-Miller diagram of Figure S. The design-life objective
of the uncooled turbine was 200 hours at 2400°F first-stage
TIT. Substituting a value of 200 hours for the time variable
in Figure 5 results in the plot of design stress level versus
temperature shown in Figure 6. Included in Figure 6 is the
same plot for IN-100 data that was later obtained from the
materials test program reported in Volume I.
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2.5.1.4 Results of Centrifugal Blade Stress Evaluations

The three-stage, eguval-work-split, 38,000-rpm turbine (Design
A-338-5) was found to have the greatest stress-rupture life
(in excess of the 200-hour design goal):; thus, from a stress
standpoint, it became the most promising conficuration.
Candidate turbine desions eliminated from further cousider-
ation because they did not meet the design iife goal were:

1. Design A-342-5
3. Design A-446-5

Additionally, it was decided to eliminate Design A-442-4. Rl
though the last stage of this four-stagz design met the design
life goal, the lack of adequate stress margin dictated deryl-
iide blading in the first thiee stages. The added cowpiexity
of an additional stage with beryllide blading and the addi-
tional weight of a fourth stage were the reasons for 2limi-
nating this design from further ccnsideration. The rewmaining
candidate turbine designs all seemed feasible from 3 stress
standpoint and were submitted for twtine efficiency evaiua-
tions.

Represger.tative data for these centrifugal blade stress analy-
ses are shown in Figqures 7, 8, and % for Designs A-338-5,
A-342-5, and A-442-4, respectively.

2.5.2 Etficiency Evaluations of the Candidate Tusbine Designs

When the candidate turbine d=:signs were heing defined for gub-
mittal to stress analyses, an attempt was made to keep blade
heights, turning angles, and blockage factors within the re-
gions of known good officiencies. However, it could not be
expected that the varicus designs would yiesld idantical tur-
bine efficiencies. Therefore, the candidate turbine dusi
that were determined tc be feasible from the centrifugal blade
stress analyses (Paragraph 2.5.1) were subjected to turbine
efficiency evaluations and comparisons.

It was determined during preliminary ~cvaluations that the
five-stage Turbine Design A-538-5 wou.: not provide sufficient
2fJiciency improvements over other candidate designs to off-
ast the disadwvantages of the increased weight and additional
rctating hardware. Therefore, Turkire Design A-538-5 was

22
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?
eiiminated from further consideration., This elimination, plaus
eliminations resulting from the stress analyses (Paragraph
2.5.1.4), left only four of the original nine designs as
candidates:

1. Turbine Design A-338-5
2, Turkine Design A-438-5
3. Turbine Degign B-338-9
4, Turbin2 Design B-338-10

Preliminary evaluations of the two B-numbered designs re~
vealed that Design B-338-10 afforded greater efficiency
potentials. Therefore, comparative efficiency studies were
conducted on three candidate designs--A-338-5, A-438-5, and
B-338-10. Appendix II presents a summary of the methods that
were employed to eetimate the aerodynamic efficiency of the
turbine designs.

The three aerodynamic turbine designs that were submitted to
the efficiency studies incorporated comparative solutions for
reducing hub diameters and, consequently, hub spesds, in order
tc keep centrifugal stresses of the rotcors at a minimum, Each
of the turbines was designed for a rotor speed of 38,000 rpm.
Turbine Design A-338-5 has three impulse hub {Ag = 2.0)
stages, with a zesulting hub radius of 3.319 inches., Turbine
Design A-438-5 has four similar stages, with a resulting hub
diameter of 2.875 inches. Turbine Design B-338-11 attempts
to accomplish four-stage loading in three stages by using
negative swirl in the first two stages, and also has a hub
diameter of 2.875 inches.

Figure 10 shows comparative total-to-static turbine efficien.
cies for these three turbines. It can be seen that the four-
stage solutien {A-438-5) to lower hub radius results in im-
proved turbine efficiency, while the heavy loading of

Turbine Dagsign B-338~10 results in lowered efficiency. it
may be possible to minimize the performance lcss of the
highliy loaded three-stage turbine (B-338-10) by increasing
the blade heights in the first two stages {B-338-1C has the
same blade heights as A-338-5). However, the comparative .
-zéro-clearance losses and the siight improvement in 0.030-
inch clearance loss of A-438-5 over A-338-5 {due to increased
biade height) indicate that Turbine Design B-338-1C wouid
still have inferior performance with blade heights as tall

a3 those of A-438-5. Thnerefore, Turbine Design B-338-10 and,
@gnsequently. B-338-% were eliminated from further considera-
tion. . - :
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2.€¢ SELECTION OF PRELIMINARY TURBINE DESIGN

The two most advantagecus candidate turbine designs to pursue
for final design activities were A-338-5 and A-438~5. In the
final analysis, it was decided to use the A-338-5 design
because of two factors: (1) the calculated centrifugal blade
stresses were lower for Design A-338-5, and (2) the belief
that the higher estimated efficiency of A-438-5 did not off-
set the weight penalty and additional rotational hardware
imposed by use of a fourth stage.

The eight preliminary aerodynamic candidate turbine designs
that were determined to be less advantageous than Design
A-338-5 are listed below with the characteristics that
eliminated them from further design ccnsiderations.

1. A-438-5, less stress-~rupture life than A-338-5
and not enough efficiency improvement
to warrant use of a fourth stage.

2. A-538--5, less stress-rupture life than A-338-5
and not enough efficiency improvement
to warrant use of a fourth and £ifth
stage.

3. A-342~5, did not meet the 200-hour stress-rupture
design life.

4. A-442-4, marginal 200-hour stress-rupture design
life necessitated three turbine stages
with beryllide blading plus the dis-
advantages of four stages.

5. A-346-4, did not meet the 200-hour stress-rupture
design 1life.

6. A-446-5, did not meet the 200-hour stress-rupture
design life.

- 9. B-338-9, less stress-rupture life and efficiency
than A-338-5.

8. B-338-10, less stress-rupture life and efficiencli
than A-338-5.




2.7 PRELIMINARY DISK SHAPES

Two quantities remained to be determined before the turbine
disk shapes could be defined: the ratio of mid-blade thick-
ness to axial chord (TC/CX) and the number of rotor blades
per stage (see Appendix 1}. The subject guantities were
established by determining a suitable compromise between aerc-
dynamic performance and the centrifugal stress lsvels in the
disk, with consideration given to prior turbine programs where
successful fabrication and casting experience had been gained
on similar integrally cast and nonintegrally fabricated
turbine rotors of the same size. The values of TC/CX thst
were being considered were 0.15 and 0.20. The number cf
blades under consideration were 30 and 40.

It was determined that both stress and efficiency wers im-
proved by the higher number of blades (40). The thinrer
blades, TC/CX = 9.15, were determined to be more desirable
from a disk stress standpoint but resulted in a slight loss
of aerodynamic performance. Six studies were then made to
select the final configuration of each disk {s== Table III).

For the thlrd-stage disk, two configurations were studied and,
as shown in Table 11X, a blade number of 40 and a TC/CX chord
ratio of 0.20 were selected. The thicker chord ratic was
chosen in order to gain the additional aerodynamic performance
available, as prior experience with integrally cast rotors
with the same number of blades and blade thickness and similar
operating environment had not resulted in disk stress préblems

As shown in Table 111, three configurations were studied for
the second-stage disk where both TC/CX and the number of
blades were varied to determine the effect on disk sizing. To
assure blade spacings large enough to allow for the antici-
pated fir-tree attachment of the blades to the disk and o
attain the best aerodynamic performance, the blade number
selected was 40. Because of stress considerations to the
attachment, the chord ratio chosen was 9.15. Based on the
results of the studies performed on the second-stage disk,
cnly one first-stage disk was considered. Acs shown in Table
I1i, the blade number for the first stage was 40 and the chord
ratio was 0.15.

The disk shapes and centrifugal stress distributions for the
first-, second-, and third-stage disks of the selected turbine
configuration are presented in Figures 11, 12, and 13, re-
spectively.




TABLE XIXI. SUMMARY OF PERTINENT TURBINE-
ROTOR DATA FOR TURBINE DESIGN

. ' A-338-5
— ]
Turbine Stage Number
Pertinent Items 1 2 2 2 3 3
Turbine speed, rpm x 10—3 38 38 38 38 38 38
Stage work split Equal Equal Equal £qual Egual Equal
Chord ratio, TC/CX 0.15 0.15 0.15 0.20 0.15 0.20
Number of blades 40 40 30 40 40 40
Tip diameter, in. 8.116 8.856 8.856 8.856 9.828 9.828
Inlet temperature, °F 2400 207¢ 2076 2076 1752 1752
Blade height, in, 0.74 1.11 1.11 1.11 1.60 1.60
Maximum blade stress, ksi 9.8 12.6 12.6 12.5 39.9 40.0
Disk weight, 1b 7.59 7.89 9.82 10.70 11.01 16.24
‘ Maximum disk stress, ksi 77.0 82.0 77.0 78.0 101.0 103.0
Average tangential disk
stress, ksi 44.0 48.5 44.0 45.5 61.5 64.0
-. |Tip speed, ft per sec 1350 1470 1470 14;0 1630 18630
Notes:

1. Blade material for the first- and second-stage
rotors was considered to be beryllide and for
the third-stage rotor was considered to be
INCC 713C, as cast,

2. Disk material for all three rotor stages was
considered to be INCO 713C, as cast.
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NOTES: 1. SPEED=38,000 RPM, TiP SPEED=1350 FPS

1
2. 40 RLADES

3. TC/CX=0.15

4. BERYLLIDE BLADES, DENSITY 0.118 LB PER CU IN.
5. DISK MATERIALsINCO 713C. AS CAST

6. INLET TEMPERATURE=2860 °R

7. WEIGHT=7.59 L8

8. AVERAGE TANGENTIAL STRESS=4+4,000 PS!
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Figure 11. Preliminary Disk Shape and
Calculated Centrifugal Stresses
of First-Stage Turbine.
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NOTES: 1. SPEED=38.000 RPM, TIP SPEED=1470 FPS
2. 40 BLADES
3. TC/CX=0.15
4. BERYLLIDE BLADES, DENSITY 0.118 L8 PER CU IN.
5. DISK MATERIAL=INCO 713C, AS CAST
6. INLET TEMPERATURE=2536 °R
7. WEIGHT=7.89 18
8. AVERAGE TANGENTIAL STRESS=48,500 PSI
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Figure 12, Preliminary Disk Shape and
Calculated Centrifugal Stresses
of Second-Stage Turbine.

32




NOTES: 1. SPEED=38,000 RPM, TIP SPEED=1430 FPS

2. 40 BLADES

3. TC/CX=0.20

4. DISK-BLADE MATERIAL:INCO 713C,AS CASY
5. INLET TEMPERATURE=2212 °R

6. WEIGHT=16.24 LB
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Figure 13. Preliminary Disk Shape and
Calculated Centrifugal Stresses
of Third-Stage Turbine.
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2.8 PRELIAINARY THERMAL ANALYSES -~ ROTOR DISKS

The prziiminary therwal analyses of the rotor disks were con-
Jucted in twe phases. Phase I studies were made for the
first- anid second-stage turbine disks, and Phase II studies
were made for the third-stage turbine disk.

2.2.1 pPhase I Studies

The first- and second-stage tucbine disk thermal analyses
involved setting up a s2ctor of the rotor disks on an existing
steady-state-temperature computer program. The includad angie
of the rotor disk zoctozs was simply 360° divided by 40, the
number of rotor blades. :

Included in the analyzes were tli« effect of thermal radiation
between the disk and blade metal surfaceg not in direct con-
tact, the surface contact resistance between the ¢isk and biade
metal surfaccs that wers in direct contact, and the changes of£
The metal physical properties with temperature. Alsc included
were the themmal rcsisianne between the hot gas and the blade,
the thermal resistance to heat flowing from the disk to the
cooling air, and the thermal capacity of the cooling air.

The cooling air used in the analyses was assumed to be part
of the discharge of a compressor group with an overall pres-
sure ratio of i10:1. It was assumed that approximately 2 per-
cent of the c¢ompressor thrcugh-flow would be required to
adequately cool the rotor disks. It was further assumed that
a nominal split of the cocling zir would be 50 percent for
the first stage, 30 percent for the second stage, and 2G per-
cent for the third stage. The cooling-air flow path was tle
same for each disk and was assumed to enter at the inside
diameter (ID) of the disk, to flow out radially with equal
distributions over both sides of the disk, and to enter the
hot gas stream at the outside diameter {OD) of the disk.

For these studies. the blade waterial was considered to be
beryllide and the Qisk material was considered tc be a nickel-
base alloy. .
A number of computer analyses were conducted to find the ef-
fect on the steady-state Gisk temperature distributions that
variation of each of the following parameters would produce.
1, Ceoling-air inlet temperature
2. Coolino-air fiow rate

3. Thermal radiation resistances
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4. Hot-yas total temperature

5. Thermal resistance between the hot gas and the
blade surface

The procedure used was tO maintain all the parameters at their
calculated values (shown in Table IV) except one, which was
varied to determine its effect on the pertinent disk tempera-
tures.

Por the analyses, thermal radiation resistances (Item No, 3
above) were calculated from an expression involving the sur-
face emissivity and the view factors between the surfaces.
However, since the surface emissivity may vary over a wide
range during the life of the turbine as a result of deposits
on the metal surfaces, it was considered important that the
thernal radiation resistance b2 one of the variable param~
eters in the Phase I studies.

TABLE IV. CALCULATED VALUES OF THERMAL
PARAMETERS FOR #IRST- AND
SECOND-STAGE ANALYSES

First Second
Parameter Stage Stage
Cooling inlet tempcrature, °R 1i60 1160
Cooling flow rate, percent
(total through-flow of
engine, 5 1b/sec) 1.0 0.6
Radiation resistance factor 1.0 1.0
Hot-gas total temperature
relative to the turbine, °R = 2620 2290
Effective heat-transfer
coefficient between the
turbine and the working
fluid, Btu/hr-ft2-°f 1760 1162
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In addition to the analyses that were made varying the subject
parameters, analyses were conducted with all the parameters
maintained at their calculated values to determine the effect
produced by placing nickel shim stock between the mating
surfaces of the blade and disk.

it was determined that with the shim in place, the operating
temperature of the disk OD is approximately 30° to 40° cooler
on both the first- and second-stage disks. 1In the operational
temperature range anticipated for these two turbine disks, a
35° drop in metal temperature would allow an increase in
stress level of approximately 5000 psi with ro change in
stregs-rupture iife, Also, with the shim stock in place, the
temperatures of the first- and second-stage blade shanks in-
creased approximately 30° and 20°, respectively, and the tem-
perature difference between the blade shanks and the disks
increased approximately 55°, These temperature changes all
produce desirable effects for the2 gsubject desigr.. For these
reasons, plus the added bencfit of having a relatively soft
material between the brittle blade material and the disk con-
tact surfaces, it was reccummended that the shim be included
in the hlade-attachment final design and analyses.

Among the parameters cf Table IV that were varied for the
thermal analyses, the cooling-air flow rate has the greatest
effect on engine performance and disk cooling, and can be
eusily varied in actuality. Therefore, the effect of this
parameter on pertinent disk temperatures illustrates the
results of the Phase I studies. Figures 14 and 15 show the
temperatures at various locations for the first- and second-
stage rotors, respectively, with shims assumed in place and
as a function of the cooling-air flow rate.

2.8.2 Phase II Studies

The analytical procedure followed during the third-stage
thermal analysis was the same as that used for the Phase I
studies reported in Paraqraph 2.8.1. The parameters that
ware varied for the third-stage analyses included the fcliow~
ing:

1. Cooling—air inlet temperature
2. Cocling-air flow rate
3. Cooiing-air heat-transfer coefficients

4. Hot-Jas total ctemperature
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. Thermal resistanrce between tne not ias an:
the blade surface

The procedure used was to maintain all the parameters at their
calculated values (shown in Table V) except one, which was
varied to determine its effect on the pertinent disk tempera-
tures.

TABLE V. CALCULATED VALUES OF
THERMAL PARAMETERS FOR
THIRD-STAGE ANALYSES

e |

Cooling inlet temperature, °R 1160

Ceooling £lcw rate, percent (total
through-flow of engine, 5.0 lb/
sec) 0.4

Factor applied to the calculated
heat-transfer coefficients
between the cooling gas and
disk sides 1.6

Hot gas total temperature relative
to the turbine, °R 1970

Effective heat-transfer coefficient
between the turbine and the
working fluid, Btu/hr-ft2-°F 676

L —— —

The third-stage turbine disk and blades were designed as an
integrally cast one-piece rotor of IN-100 material. The
shape of the disk was patterned after tha TPE331 turbine
rotors, with the rim slotted between every klade to reduce
the calculated tingential stresses due to thermal effects
near the OD of the hub. A hole is drilied through the rotor
at the bottom of each slot to reduce the stress concentration
that would normally exist at the bottom of the slot.

Again, as in the Phase I studies, the effect of the cooling-
air flow-rate parameter illustrates the results of the thermai
study. Figure 16 shows the temperature at various locations
for the third-stage rotor as a function of the cooling-air
flow rate.
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2.9 PRELIMINARY CUNTRIPVUGAL- AND THERMAL-STRESS ANALYSIS

An elastic stress analysis was conducted to calculate the
combined thermal- and centrifugal-stress distribution for
each turbine disk. The studies revealed a major stress prob-
lem in each of the disks, in that the combined thermal and
centrifugal str2sses that exist near the disk bore of each
stage (tangential stress--tensile) and near the blade base
of the first-stage disk (tangential stress--compressive) are
bevond the yieid strength of the material. Figures 17, 18,
and 19 present the results of this analysis. Shown on these
figures are the combined thermal- and centrifugali-stress
distributions, the calculated temperature distributions, and
the stress distributions due to centrifugal effects alone.

The thermal stresses represented a problem that required
solution. The considerable magnitude of the thermzl
stresses was th2 result of the high temperature and the
severity of the radial temperature gradients of the rotor
disks. The problem, therefore, was to define & cooling-air
flow path, or scheme, thar would provide a mcre effective
means of disk cooling and produce a wmore favorable tempera-
ture gradient in the disk. As described previously, the
cooling air was assvmed to enter at the ID of the disk, tc
fiow out radially with equal distributions cver both sides
of the disk, and to ernter the hot-gas stream at the OD of
the disk.

Thermal studies on the first-stage disk were initiated to
determine a cooling scheme that would reduce the éisk tem-
perature levels and thermal gradients without increasing the
flow rate of cooling air. As reported in Pavragraph 3.3.1.32,
these efforts were successful and the resulting disk

thermal stresses were within design life limits.

With the exception of the centrifugal siresses near the bore
of the third-stage disk (tangential stress}), the cent-ifucal
stresses in the disks are wel]l below the vield strength

nf the material.

With completion of the centrifugal- and thermal-stress analy-
ses, the preliminary design studies were concluded. Eiforts
were then initiated to complete the final aerodynamic design
and to conduct thermal and stress analyses on the anticipated
mechanical configurations of the first-stage turbine com-
ponents.
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NOTES:
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First-Stage Rotor Disk.

»




NOTES:

[~ S I AN X

140

120

100

[od
o

STRESS, KSi
o
o

~
o

20

. SPEED=38,000 RPM, TIP SPEED=1470 FPS

. 40 BLADES, TC/CX=0.15 -

. TURBINE DISK MATERIAL:INCO 713C,AS CAST
. INLET TEMPERATURE=2536 °R

. WEIGHT=7.89 LB

. AVERAGE TANGENTIAL STRESS=48,500 PSi

TEMPERATURE IN °R

, RADIAL STRESS

i ki 1 | !
P/ TANGENTIAL STRESS (TENSILE)

AT T NA

VAR

\
N N o~ N TANGENTIAL STRESS
Ch=F==K " (COMPRESSIVE]

]
‘\ RAD!AlL smlsss
]

/ ,’\-— TANGENTIAL W\
/ STRESS \

0 1.0 2.0 3.0

RADIUS, IN.

————— COMBINED THERMAL AND CENTRIFUGAL STRESS

— ety s

— - CENTRIFUGAL STRESS ONLY

Figure 18, Preliminary Centrifugal- and
Thermal-Stress Distributions of
Second-Stage Rotor Disk.
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. riNAL LT N AN VAL ATI N

3.1 GENERAL

Upon completion of the preliminary design studics, calcula-
tions were made to determine the preliminary margins of
safety for Turbine Design A-338-5. These calculations were
based or material-property estimates and data acquired from
preliminary material-properties testing and on stress analy-
ses of the preliminary design studies. Table VI presents the
calculated stress levels, estimated material strengths, and
the calculated margins of safety.

The final design activities were initiated with aerodynamic
analyses to establish the first-stage turbine stator-vane
and rctor-blade detailed shapes and to refine the overall
gas~-flow path of Turbine Design A-338-5. Mechanical studies
were then conducted to determine the most advantageous
strrctural configuration of the first-stage turbine com-
ponents without affecting the established airfoil shapes,
and to analyze the final component configurations for two
potential failure modes-~stress rupture and low-cycle fa-
tigue. Results of these activities are reported on the
following pages.

3.2 AERODYNAMIC FIRAL DESIGN ACTiVITIES

Aerodynamic design studies were conducted to refine the
overall gas-flow path of Turbine Design A-338-5 and to cefine

the detailed stator vane and rotor blade shapes for the first-
stage turbine comporents. Further aerodynamic studics were

to be performed when the mechanical studies were completed
and anticipated results of the cascade testing (reported in
Volume I) were Known.

3.2.1 Gas-Flow-Path Refincmont

New vector diagrams were made for the A-338-5 three-stage

t oine design to reflect the lower loss coefficients ob-
ta-ned from 2 blading efficiency analysis. Representative
vector diagrams for the first-stage turbine stator and rotor
are shown in Figure 20.

The hub and tip diameters of the stators aad rectors ofF each
of the three stages were reviseé slightly so that for normal
machining and asscmbly tclerances, each sacceeding stator ani
rotor would be smaller in diameter. This ensured
“step-up" in flow would not occur through the stags
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(9]}




e [ —— ———— —_—

TABRLE VI, PRELIMINARY CALCULATIONS FOR
MARGINS OF SAFETY

Margin
of
Stresgs Temp Strength Safety
Location (psi) (°F) (psi) (M. S.)
Firgt-Stage Turbine
Blade rcot (beryllide) 16,000 2140 23,000 SR 1.3

Blade attachment (beryllide) 17,500 1909 37,000 SR 1.1
Disk attachment (INCO 713C) 17,500 1450 50,0600 SR 1.85

Disk average tangential
stress (INCO 713C) 44,000 1200 85,000 Vs 0.93

Second-Stage Turbine

Blade root (beryllide) 13,000 1820 43,000 SR 2.31
Blade attachment (beryllide) 28,000 1640 5¢,000 SR 0.78
Disk attachment (INCO 713C) 28,000 1550 70,000 SR 1.5
Disk average tangential

(INCO 713C) 48,500 1200 85,000 YsS 0.75
Third~-Stage Turbine
Blade root (INCO 713¢Cj 39,000 1500 47,800 SR 0.20
Disk average tangential

(INCO 713C) 64,000 1200 85,000 ¥s 0.32
NOTES:

1. MoSs = w - 1.
stress

2, Ys = material yield strength at temperature.

3. SR

materizl siress-rupture strength at temperature
for 200-hour iife,

4. The strength levels chosen for beryllide parts are based
on the anticipated strength levels that would be achieved
in the final beryllide alloy. There is sufficient range
in the present desgsign to allow for as much as a 50-per-
cent reduction in stress level in the beryllide parts and
still maintain a satisfactory margin sf£ safety in the
disk portions of the turbines.

S. Rotational speed = 38,000 xrpm.
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could affect turbine efficiency. Table VII reflects the old
and the new revised turbine stage dimensions of Turbine
Design A-338~5. The meridional view of the first stage is
shown in Figure 21, with the radii indicated for the local
vector diagrams and detailed vane and blade shape studies.

3.2.2 Detailed Stator-~Vane Shape

The final detailed stator-vane shape is shown in Figures 22
and 23 for radii of 3.5694 and 3.9694 inches. These radii
correspond to approximately one-quarter and three-quarters
of the vane height, respectively. The stacking line for
these vane sections was chosen at the center of the throat
and was used as the origin of coordinates. Coordinates for
vane sections at other radii were obtained from a linear
interpolation or extrapolation by a computer program.

Also shown on Figures 22 and 23 are the corresponding surface
velocity distributions in terms of velocity ratio, V/5 s, as

a function of the percentage of the axial chord. As antici-

pated, the surface velocity distributions show high reaction

(large acceleration of the fluid) and minimum diffusion of

the surface velocity, and therefore, represent an acceptable
aerodynamic stator-vane design.

3.2.3 Detailed Rotor Blade Shape

The final detailed rotor blade shape was based on analyses
conducted at five cross sections. These five cross sections
were taken at the following radii and corresponding blade
positicns:

1. 3.4204 inches blade root

2. 3.56%4 inches one-quarter of blade height

3. 3.7694 inches

mean blade height

4. 3.9694 inches three-quarters of blade height

5. 4.1657 inches - bliade tip
The stacking line for these blade sections is the center of
gravity of each section. Coordinates for blade sections at

other radii were obtained from a linear interpolaticn or
extrapolation by a computer program.
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TABLE VII.

TURBINE A~338~5 STAGE DIMENSIONS

~
0lé Dimensions

Hub Radius

New Dimensions

Tip Radius Hub Radius Tip Radius
Stages {in.) {in.) {in.) {in.)
First
Stator
Inlet 3.318 4.058 3.4204 4.1057
Exit 3.318 - 3.4204 4.1057
Rotor
Inlet 3.318 4.058 3.41062 4.1452
Exit 3.318 - 3.4102 4.1452
Second
Stator
Inlet 3.318 4.058 3.4000 4.1452
Exit. 3.318 4.428 3.4000 4.4405
Rotor
Inlet 3,318 4.428 3.3898 4.4803
Exit 3.318 - 3.3898 4.4303
Third
Stator
Inlet 3.318 4.428 3.3795 4.4803
Bxit 3.318 4.914 3.3796 4.99085
Rotorxr
Iniet 3.314 4.914 3.3694 4.9496
Exit 3.314 - 3.3694 4.9496
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The blade shape is shown in Figures 24 and 25 for radii of
3.5694 and 4.1057 inches. Also shown in these figures are
the correspending surface velocity distributions in terms
of velocity ratio, W/a_.., as a function of the percentage
of the axial chord. Evaluation of these data shows that
only slight suction surface diffusion is present and the
overall blade reaction increases rapidly with an increasing
radius and; therefore, the rotor blade shape represents an
acceptable aerodynamic rotor blade design.

3.3 MECHANICAL STUDIES

With the detailed aerodynamic shapes established fcr the
first-stage turbine stator vane and rotor blade, mechanical
studies were initiated to determine the most advantageous
structural configuration of the first-stage turbine com-
ponents without affecting the established airfoil shapes.
Included in the mechanical studies were detailed thermal and
thermal-stress analyses, stator-vane and rotor-blade attach-
ma2nt studies, and photoelastic and thermal-conduction test
evaluations.

The mechanical design c¢oal, as stated in the preliminary
design studies, was a 200-hour stress-rupture life at 2400°F
TIT. The £final design mechanical studies included sufficient
stress analyses to facilitate evaluation of two potential
failure modes--stress rupture and low-cycle fatigue. For

the stress-rupture evaluation, it was planned that the per-
tinent calculated stresses from the mechanical studies would
be compared to the stress-rupture properties of the turbine
material, which were to be determined in the concurrent
turbine-materials research program reported in Volume I.

For the low-cycle fatigue evaluation, it was planned that

the pertinent calculated stresses from the mechanical studies
would be compared to those determined by similar analyses in
operational gas-turkbine engines of comparable size and design.
No attempt was planned at this time to obtain low-cycle
fatigue properties for the beryllide material because of

the complexities involved in this type of testing. However,
this task was anticipated to be accomplished later in the
program, depending upcn the degree of success that was real-
ized with the beryliide material.

At this time in the prcgram, the material properties of
IN-100 (rotor-disk material) had been established, mate-
rial property testing of Composition 1 {stator-vane
material) had been initiated, the stator-vane cascade test
rig was being develcped, and Composition 2 {rctor-blade
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material) material-develcopment studies had not yst been ini-
tiated (reported in Volume I). Therefore, it was necessary
to estimate the physical properties of the beryllide material.
The pertinent physical properties that were estimated for

use in these mechanical studies are shown in Table VIII, For
information purposes, Table VIII also includes measured
values of the physical properties that were obtained at a
later date from the materials research program.

TABLE VIII. COMPARISON OF BERYLLIDE PHYSICAL
FROPERTIES ESTIMATED AND
MEASURED AT 80G°F
Estimated Measured
Physical Property Values Values
Modulus of elasticity, 43,9 x 10°% 42.3 x 10°
psi
Coefficient of thermal
expansion, .
in./in. - °F 8.83 x 16 ° 8.20 x 107°
Density, 1b/cu in. 0.114 0.108
Specific heat,
Btu/lb - °F €.340 n.312
Thermal conductivity,
Btu/hr-ft2-°F/in. 222 165

3.3.1 Rotor--Mechanical Design Studies

The mechanical design studies that were conducted to deter-
mine ané evaluate structural configurations of the rotor
blade, rotor disk/blade attachment, and rotor disk of the
first-stage turbine are reported in the following sub-
paragraphs.
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3.3.1.1 Rotor RBlade

The first mechanical configuration of the aeroedynamic blads
design to be a2valuated was that of a seclid blade., initizld
studies of the solid klade revealed thai the centrifuvgal
blade load imposed on the disk was approximatealy 2€80 pounds
per blade. This value was nearly twice the estimated blade
loading used for the preliminary-design <isk shape studies
and was considered to be prohibitive to the anticipated roter
disk/blade attachment. To reduce the magnitude of the blade
lozding. studies were initiated to design 2 radial hole in

the sclid blade and, thus, reduce the blad
were conducted to determine the most dasi
location tco minimize the thermal and cent
stresses.

i
e mass. Analyses
able hole size 3
ifugael loading

>

~
v

-

In determining the ccatour of the radial hole, a minimum
blade wall thickness of 0.025 inch was selected., Tais dimen-
sicn was located near the minimum value of ‘ﬁut-fran fer
ccefficient on the pressure side of the blagd since the

wall thicknesses around the radial hoiez were Petcrvined with
the cbjective of minimizing the thermal gradients cccurring
over the cross section at any blade section, Because of the
blade taper, from tip to root, the minimum wall thickness
varied from 0. 025 inch at the tip end tc 0.032 inch at the
root £né cf the hole. The radial hole reduced the uass ¢f the
airfoil portion of the blade by 41 percent. The solid blade
centrifugal load of 2680 pounds per blade was reduced to 1640
pounds per blade after adding the radial hole. The shape of
the contoured radial hole in the blade is shown in Figure 26.
Also shown in this figure is the calculated static-prassure
distribution around the blade at the cross section located

at a radius of 3.7694 (mean blade height). From the calrcu-
lated pressure distributions, the air loads viere determined
for the disk/blade attachment studies.

Detailed thermal and thermal-stress analyses were conducted
on the rotor bliade. For comparison purpeses, the studies
included both hollow and solid blades. The analyses iavolved
determination of the steady-state heat-transfer-coeificient
distribution and relative gas~temperature distsibution arcand
the blade (these data were available for the radial hcle
contour studies), the transient temperature distributicns,
and@ the corresponding thermal-stiess distributions of the
blade. Variations in gas temperature and heat-transfexr cceaf-
ficients with time were included in the analyses, as wers the
blade material-property variations with temperature. The
time~dependent properties were the result of calculating the
TIT variation with time based on existinc experimental staxt
data from three-stage turbines of lower operating TIT ranges
{see Figure 27i.
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Other assumptions made for the thermal-stress calculations of
the blade were:

1. There were no thermal gradients in the radial
direction.

2. All stresses were due to thermal gradients in
the remaining two directions (no external loads).

The following conditions of equilibrium were satisfied at
the cross section analyzed:

f g dA =0
foxd}\

.f oy dA = 0

1]
o

vhere x and y are any axes in the plane of the cross section
and A is the cross-~-sectional area of the blade section.

The heat-transfer-coefficient distribution and the relative
gas~-temperature distribution around the blade are shown in
Figure 28 at steady state. A large variation in heat-
transfer coefficient exists across the thick portion of the
blade, which results in large thermal gradients in the blade
during start-up. Also, the large variation in blade thick-
ness from the middle of the blade cross section to the
trailing edge increases the magnitudes of the thermal grad-
ients that occur and the corresponding thermal stress levels,

Figures 29 and 30 show the results of the transient tempera-
ture and thermal-stress analyses of the rotor blade cross
section at a radius of 4.1057 inches (blade tip). The blade
tip cross section was selected for these analyses, since

it was the farthest removed from the blade root and, there-
fore, the least likely to be affected by radial conduction
of heat into the disk/blade attachment. Experience has
shown that radial conduction of heat from the blade cross
sections near the root into the disk/blade attachment region
tends to produce thermal gradients that are less severe than
those predicted by a two-dimensional heat-transfer analysis
that neglects radial conduction. As shown in Figure 29,
making the blade hollcw caused an approximate 25~-percent
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reduction in the peak positive thermazl stress level and an
approximate l6-percent increase in the peak compressive
stress level. The solid blade material temperature at the
time and place these peak stresses occur is approximately
1100°F and 700°F at stress levels of minus 90,000 psi and
plus 75,000 psi, respectively. For the hollow blade, the
temperatures are approximately the same, and the stress
levels are minus 105,000 psi and plus 55,000 psi, respec-
tively.

These transient thermal stresses are of a magnitude (80,060
to 120,000 psi) similar to that calculated in operational
gas—turbine engines of comparable size and design. No further
attempt was made at this time to reduce the transient thermal
stresses or to perform a low-cycle-fatigue analysis on the
subject rotor blade configurations. As previously stated,
low-cycle-fatigue analyses were to be conducted in a later
phase of the program provided that the beryllide material
successfully satisfied the stress-rupture requirements of
this phase of the final design.

The transient thermal stress analyses (Figures 29 and 30)
wexr: performed to investigate whether the estimated physical
properties of the beryllide turbine material would result in
excessive thermal stress levels as compared to those calcu-
lated in conventional turbine material. Since nc stresses
encountered were significantly greater than those occurring
in conventional turbine designs, and beryllide material
properties were not yet available from the materials test
program, the hollcw-blade configuration was judged to be

an acceptable mechanical design.

3.3.1.2 Rotor Disk/Blade Attachment

The rotor disk/blade attachment design objective was to
determine a configuration in which the calculated maximum
stress in both the disk and the blade portions did not
exceed 40,000 psi at operating speed. This stress level
was again based on preliminary materials testing with the
beryllide compositions.

It was evident that a dovetail attachment design (single
lobe) required considerably less ductility in the disk/blade
material combination to obtain an even distribution of the
loading than that required for a fir-tree attachment design
{(double lobe). For this reason, the disk/blade attachment
studies were conducted initially for a dovetail attachment
design.
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3.3.1.2.1 Dovetail Attachment Design and Analvses

Figure 31 shows the general configuration, stress point lo-
cations and pertinent dimension locations of the dovetail
attachment design that was analyzed. 1In the design of dove-
tail blade attachments, the critical location for stress in
the blade is ncrmally where the necked section joins the
tang or hook of the dovetail. This section is located be-
tween points B and D in Figure 31. Because of the non-
uniformity of load distribution and neck stress distribution,
the fillet stress at this section can normally be expected
to be highest on one of the four external corners labeled

1, 2, 3, ard 4 in Section &-A of Figure 31. The corner
having the critical stress will depend on the magnitude and
direction of the lcads. Similar circumstances exist for the
disk portion cf the attachment.

The fillet stress, Py is a2 measure of nearness to failure
and is actually a combination of the neck stress, e and the

tang stress, = Points B and D in Figure 31 are the loca-

£
tions of the blade neck stress and tang stress, respectively.
The equation that relates o to T4 and y, can be stated as:

g T 05 T Tst (23}
where T = 1T cll 757
175/
— (L2
c = N)

and \ is the angular separation (in degrees) betwsen the tang
stress and neck stress locations in Figure 31. A value of
44 for N was used in the analyses.

For the disk stress analysis, the same analytical approach
was used. The maximum stress was calculated tc occur at cne
of the four external corners labeled on Section C-C located
between Points E &nd F in Figure 31. The fillet stress at
each corner was determined from the same relationship between
tang and neck stresses as used in the blade. In Figure 31,
Point E is the lccation cf the disk tang stress, and Point F
is the location of the disk neck stress,
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The location of Point E in the disk and Point D in t blade,
where the tang stresses are calculated, depends on t value
assumed for the angle, Y. For single-tang dovetail shapes,
which lack the stiffening of additional material under them
and which have relatively steep flank angles (23), the point
of maximum stress may be very close to the tangency point.
Thus, Y may be taken as low as 5°. For these analyses, angle
¥ was assumed equal to 10° for both the blade and disk.

he
ne

In the stresses that were tabulated, a nominal and a maximum
fillet stress occurred, The difference between these two

is that the bending and tensile stresses that make up the
fillet stress have been combined with the appropriate stress-~
concentration factors to give the maximum calculated fillet
stress at the locations shewn. This information was con-
sidered especially pertinent for the blade material, since
the ductility and the susceptibility to brittle failure of
the blade material were uncertain at this Lime.

The stress analyses conducted for the dovetail attachment
consisted of studies of eight different configurations with
use of an existing computer program. Included in the program
were axial and tangential shear loads acting on the blade,
as well as moments resulting from axial and tangential gas
loads and bending loads in the blade. Table IX presents

a summary of the pertinent dimensions (defined and listed
below) or Configuration No. 1 and also shows the results of
the stress analysis., The pertinent dimensions used for
Configuration No. 1 were established as the standard values
and were used as base-line references for the other con-
figurations.

Analyses for each succeeding configuration were conducted
with one of the pertinent dimensions varied while the re-
maining pertinent dimensions were maintained constant at the
established base-line values., In this manner, the effect
that each of the pertinent dimensions had on the calculated
stress values of the attachment was evaluated. The pertinent
dimensions whose values were varied in the stress studies
were:

1. The flank angle, 28

2. The blade neck thickness, a
3. The disk neck thickness, d
4. The fillet radii, Ry, Ry

5. The flank lengths, La, Lg
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With completion of the stress analysis on the severnth con-
figuration, a study was made to combine the optimum values
of the pertinent dimensions determined by the seven studies
into one design. Thus, this desiga represented the optimum
configuration of the dovetail attachment. Table X presents
the dimensions and stresses of the optimum configuration.
The stress objective (40,000 psi) for the desiyn was not
realized. At this time, efforts were directed toward design
and stress analyses ¢of a fir-tree disk-blade attachment.

3.3.1.2.2 Fir-Tree Attachment Design and Analyses

Figure 32 shows the general confiquration, stress-point lo-
cations, and pertinent dimension locations of the fir-tree
attachment design that was analyzed., As discussed in the
dovetail attachment analyses, the critical location for
stress in the dovetail design is in the £fillet area of the
necked sections betveen the lokes. This is also true for
the fir-tree design. The fillet stress, T g of the fir-~

tree design was calculated in the same manner as that in
the dovetail analyses.

Twenty-£five fir-tree configurations were analyzed with use
of 2 computer program. Included in the program were axial
and tangential shear loads acting on the blade, as well as
moments resulting from axial and tangential gas loads and
bending loads in the blade. Data from the initial con-
figuraticn (nominal pertinent dimensions and angles for
base-line references) and from the optimized coanfiguration
analyses are shown ir Tables XI and XII, respectively. The
analyses were conducted in a manner similar +to that of the
dovetail analyses, where all pertinrent dimensions and angles
ere maintained at the base-line values except one, which
was varied. The effect of each variable was evaluated, and
the pertinent dimension and angle values determined to be
most advantageous were selected for the optimized configura-
tion. The pertinent dimensions and angles that were varied
during the analyses are listed in the referenced tables.

As can be seen in Table XIZ, in the recommended attachment
design, the maximum blade-fillet stresses vary between
31,500 psi and 40,200 psi, while in the disk the nominal
fillet stresses vary between 30,000 psi and 44,160 psi. A
maximum disk temperaturxe of 1500°F was estimated for the
point where the stresses exceed 40,000 ps: in the disk
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TABLE XI. PERTININT DIMENSIONS AND CALCULATED
STRESSES OF F1R-TREE DISY, BLACL
ATTACHMENT, CONFIGURATION MO, )
(Refer to Figure 32 for Lecations)
PERTINENT DIMENSIONS (IN.)
ay .21 /8, = .058 FL; - .060 ar v 100 RS, = .0l9 Fis = 094
d, - .147 R, * .09 Ly = 1.0 &y = 293 RDz = .0l2 La = 1.0
t : .070 x = .105 S 5 - e = 183
PEKTINZNT ANGLES (LEGREES)
28, + 45.5 y = 70 22, = 45.%
LOAD {POLNDLS) MOMENTS (1NCH-POULULS)
roo» 2500 @ - 37.1 l-‘y = 60.3 M, =214 M+ -28.5 - }ly = 17,7
UPPZR LOBE PAIR
LOCATIONS POINT ) POLINT 2 POINT 3 PGINT 4 FOINT § POINT 6
ALADE FORTION OF ATTACHMENT STRESSLS (2SI
ROMINAL KRECK STRESS 7300 12600 10400 18100 9400 143¢c0
NOMINAL TANG STRESS 17600 18400 18000 2450C 1800¢ 21320
NOMINAL FILLET STRESS 24260 28900 27420 40500 26600 34260
MAXIMUM PILLET STRESS 38500 445060 4249¢ 61730 {150¢C 52160
NOM. HOGK SHEAR STRESS B7C0 9100 7950 10809 2909 $S360
DISK PORTION O ATTACHMENT STRESSLS {2SI)
KOMINAL NECR STRESS 23400 2C400 S000 15400 26360 13706
NOMINAL TANG STRESS 2759¢ 2870C 211900 28890 28120 25002
HOMINAL PILLET STRESS 39300 46100 23300 35709 4300 - 29300
MOIRUY CILLET STRESS 6490C 76300 3ss0C 5000 20500 46000
NCM. HOOK SHEAR STRESS 7800 8200 7100 5700 g30C 8400
ADDITIONAL STRESSES, SOMINAL ($SI)
BYARING STRESS 132060 13400 12000 1€400 13500 14z00
COMBINED FILLET AND TORSIONAL SHEAR 3TRESS AT POINTS OF MAXIMIM 26600 24200
STRESS 7N SLADE
COMBINED FILLET AND TORSIONAIL SHEAR STRESS AT POINTS OF MAXIMUM 23000 2493502
STRESS I DISK
LOWZR LOBE PAIR
BLADE FOKTION OF ATTACIMENT STRESSES (PS2)
NOMINAL NECK STRESS ~309 11600 13s0C R IcY) 5600 21908
FOMIKRAL G STRESS 20830 21709 20300 277100 21200 24000
NGMINAL FILLET STRESS 20700 28000 28200 48600 23900 37300
MAXIMUM FILLET STRESS 35990 485CG {9200 7970 41800 64390
.04, HOOX SHEAR STRESS 4030 9400 €200 11209 92¢6 970
DISK PORTICN GF ATTACEMENT STRE3ZSES (PSI)
YOMINAL MECK STRESS 29700 32402 14500 20700 31000 17600
NCMINAL TANG STRESS 22000 22830 24300 32900 225¢¢ 28500
NOHINAL FILLET STRESS 47200 50760 35300 50200 49000 43300
MANIMUM FILLZT STRESS 83500 92200 58500 33500 8RB 71200
+0M. HOOK SHEAR STRESS 7600 B2G0 7100 9700 8C00 8420
ADDITIONAL STRESSES, NOMINAL (PSIY
BEARING STRESS 12306 12920 132300 15400 12690 13360
COMAINED FILLET AXD TORSIONAL SHEAXR STRESS AT YUINTS OF MAXIMUY
STRESS IN BLADZ 23920 37400
COM2INED PILLET AND TORSICNAL SHEAR STRESS AP I'GINTS CF MRXIMLY
STRESS IN DISK 33036 233¢6C




e ——————

TABLT M11.

PERTANENT JIMENSIONS ANE CALSUI ATED
STRESSZS GF THE OPTIMIZFD Fli-Twuk
ATTACHMENT PESIGH

{Reter to Figure 32 for Locat:icns)

PUERTINENRT SiMINSIONS (IN.)
3, - .27 B, - U85 e, = .65% a2 172 RS, .93
dy = .157 RD, = .0315 L, = 1.10 g, - W23 RD; = .0315
Tt - .05 = oz .12 S = .00 n - .175

PERTIIENT AMLE> {(DEGREES)

60

x> 9 232 = €O

MUALNTS  (INCH-POLN.LS)

r, 2i¢ § = 37.1 - 62.5 My s eIls ¥ oS00 Mo 0
LACATION ZOINT ! POINT 2 FOINT 3 ¥OINT 4 POINT 5 TOINT »
BLILL PORTION OF ATTACHYENT STRESSES (PSIH
ROMIMAL NECK STRESS 7350 3000 7300 93CG @200 &Zud
LOMINAL TANG STRESS 13150 13959 1390¢ 15304 1350 viaw
NOMINAL FILLET STRESS 20500 23008 21308 2440¢ 2173 2500
BAXIMUM PILLET STRESS 33309 38200 35400 45299 36200 7630
NOM. HOOK SHEAR STRCSS T95n s30¢ 7900 8100 8:0 240
CISK PORTION OF ATTACIDMENT STRESSES (FSi)
KOMINAL NECK STRESS 1830 21200 12706 1570¢ 16800 1c20.
N.MINAL TANG STRESS 21520 2250¢ 2000 228%¢ 2390 1w
KJMINAL FILLET STRL3S 3520 K790 30200 23520 2TuD 12393
MAXIMUM FiLLET STRISS 32500 4750 25800 4230y dLICo 39957
%OM. KOOK SEEAR STRESS 31d¢ 2500 9160 10100 9139 P00
AGTITICNAL STRESSES, =ONIMAL (PSI;
BEARING STRESS 1730« 12260 17479 is20e 1180 12300
COMBINED FILLLT AKD TCRSIOYAL SHEAR STRESS AT POLLTS OF NWiwtes 21720 2235
STRISS 1IN BLADE
COMBIKZD YILLET Adv TORSICHAL SHEAR STRESS AT FOINTS OF MRXTMIN  375C0 222028
STRESS IN DiSK
LOWAR LOBE PAIR
BLADE PORTION OF ATTACICERT STRESSES (Fof-
AOMINAL NECK STRESS S720 /300 6700 Ity Toon »26¢
HOMIRAL TANG STRESS 15825 5700 12965 L2 16200 14706
HEMINAL FILLET SYRESS 20460 23400 13375 23100 21903 21760
FALINLY FILLNT STRESS 2310¢ 37400 35855 3739¢ 3L33) 2453
NOI. HOOK®SHEAR STRESS 200¢ 6306 7300 870z 8L 2359
DI0F PORTION TP ATTASHYENT STRESSRS (Pos’
NOMITAL NZCK STASSS 27900 22700 2G4 233150 28908 22369
IOMINML, TANG STRESS 13830 145C6 14€uu 16232 13202 15300
NOHINAL FILLET 5IRESS 41300 A H Y 353G 39100 EPSLN 272
MAXISMIM FILLET STPESS 32300 $3390 39130 35100 £210¢ 42102
SuM. HOUR SHEAR STRESS 3309 1869 7356 8l0c Gy 3700
ADDITIONAL STRESSLS, NOMIMAL {fSI:
HEARING LTRESH 17200 18380 17409 39200 17800 200
COMBIKLD FILLST AND TOralivAf SHLAR STRESS AT POINTS OP MAXIMUZ <1900 2120
STRESS IN 3LADY
CORGINZID FILLLY NMD TORSIONAL SHEAR STRESS AT [CISTS OF MAIMUM  $2u.0 120

5TRESS IR LISX
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(based on the results of preliminary temperature studies that
were being conducted on the disk to determine the optimum
impingement cooling scheme). The minimum 200-hour stress-to-
rupture value for IN-100 of 1500°F is 60,000 psi. Thus, a
disk stress of 44,100 psi at this point was acceptable.

During the time period of the disk/blade attachment studies,
a program was being prepared to er.perimentally evaluate the
calculated stress distribution occurring in the disk/blade

attachment by using the techniques of photoelasticity. This

program, reported in Appendix III of this report, consisted
cf three major- parts:

1. Design and fabrication of a photoelastic test rig.

2., Design and fabrication of the experimental attach-
ment model to be tested.

3. Preparaticn of test procedures, conduction of the
test, and analysis of the data.

Results from the photcelastic testing indicated that the fir-
tree attachment stresses were somewhat lower than the calcu-
lated stresses shown in Table XII. There were a number of
differences between the fir tree modeled in the photoelastic

tests and the one analyzed in Table XIX. These differences
include:

‘u‘

. An inability to model disk curvature in the photo-
elastic test rigq.

2. 1In the phntcelastic tests, no distinction was made
between the blade centrifugal loading by itself and
the combined centrifugal loading of the blade and the
sttachment.

3. 4“he gas lozds on the blade were not simulated in the
test xiqg.

4, The difference between the disk and blade material
moduli (24 x 102 psi for the disk and 39 x 10° psi

for the blade} was not simulated in the photoelastic
test rig.

A:.1 of the abovs wovld have contributed to the differences
observed belween Lhe photoelastic results and the calculated
strass~y. The ability to study the relative effects of tol-
era.aces 3and lvad shacing in the photoelastic test rig made
the photcclastic testing a valuable tool in establishing the
finzl fir-tree configuration.
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3.3.1.3 Rotor Disk

During the preliminary design mechanical studies, calcula-
tions were made to determine the temperature distributions
(Paragraph 2.8) and the centrifugal and thermal elastic
stresses (Paragraph 2.9) of the rotor disks. It was apparent
from these preliminary analyses that the magnitude of the
thermal stresses presented a problem that required solution.
Studies were initiated to determine a cooling scheme which,
without increasing the cooling-air flow rate, would prcvide
greater disk cooling and produce a more favorable tempera-
ture gradient in the disk to reduce the thermal stresses to
an acceptable level, From these studies, an optimized
cooling scheme was determined in which equal portions of
the cooling air were impinged upon each side of the disk
wall, near the bore of the disk, to flow out radially along
the disk sides and enter the hot-gas stream at the OD of
the disk. The preliminary estimates for the airflow rates
were determined to be adequate--namely, 50 percent for the
first stage, 30 percent for the second stage, and 20 percent
for the third stage, with the total representing 2.0 per-
cent of the engine through-flow,

With completion of the rotor blade and the rotor disk/blade
attachment final designs and with the cooling scheme opti-’
mized, analyses were conducted to calculate the temperature
distributions, centrifugal stresses, and the combined centrif-
ugal and thermal elastic stress of the first-stage rotor

disk.

The heat--transfer-coefficient and the relative gas-temperature
distributions around the blade (Figure 28) were included in
the finai thermal analyses. The cooling-air-heat-transfer
cocefficients were calculated with use of the estimated
cocling-gas temperatures. A coolant inlet temperature of
900°F was used (this value was based on a 5.0-pound-per-
second compressor with a pressure ratio of 10:1, and an
estimated 100°F temperature rise in the coolant temperature
from the time it leaves the compressor discharge until it

is impinged upon the sides of the rotor disk). An existing
computer program was used to calculate the metal temperatures,
along with the cooling-air temperatures, as the coolant
flowed radially out along the sides of the disk.

Thermal studies were completed for the rotor with and without
the nickel shim stock placed between the mating surfaces

of the blade and disk in the fir-tree attachment. As

in the preliminary studies {Paragraph 2.8), use cf the

shim stock was determined to be advantageous; the metal
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temperatures of the disk in the attachment area were reduced
approximately 35°. This temperature reduction in the disk
metal at the attachment area will allow an increase of approx-
imately 5000 psi in stress level for the same disk life with
the IN-100 disk material. In additiorn, use of the shim stock
caused a slight reduction (1000 to 3000 psi) in the peak
thermal stress levels in the disk. Therefore, the shim stock
was recommended for inclusion in the final design.

In the temperature analyses, the contact resistance across
the fir-tree attachment was simulated as an additional length
to the conduction path connecting the blade to the disk.

This additional conduction length was estimated (from scant
data available at the time) as 0.09 inch. In terms of thermal
resistance across the fir-tree attachment contact surfaces,
this value indicated that the resistance was quite small and
would have very little effect on the thermal gradients be-
tween the blade and the disk. There was concern that this
resistance mignt Le of much larger magnitude; therefore, a
test program was prepared to determine the thermal conduction
across the interface of the fir-tree attachment between the
blade and the disk.

The thermal conduction test program, reported in Appendix 1V
of this document, consisted of two major parts:

1. Design and fabrication of the thermal conduction
test rig and test specimens

2. Implementation of the test and analysis of the
data

Results from the thermal-conduction testing indicated that

the contact resistance, instead of being larger, was approx-
imately 50 percent smaller than that used in rotor thermal
analyses. Since the contact resistance was so small, reducing
it further would have little or no effect on the calculated
disk temperatures and cooling requirements, so no additiocnal
disk thermal analyses were conducted.

The calculated temperature distributions of the rotor with
and without use of the shim stock are shown in Fiqure 33.

The calculated disk and biade centrifugal stresses and the
combined centrifugal and thermal elastic stresses of the
rotor, without use of the shim stock, are shown on Figures 34
and 35, respectively. These stress data were selected to
illustrate that tne disk stresses are within an acceptable
range even without the benefits gained by use of the shim
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stock. The combined centrifugal and thermal stresses in the
disk bore (Figure 35) may result in some yielding in that
area., However, successful experience with similarly shaped
disks operating at the same stress levels and in a similar
temperature environment provides assurance that the magnitude
of the predicted bore stresses will not result in low-cycle-
fatigue problems.

3.3.2 Stator--Mechanical Design Studies

Detailed stress analyses were conducted on *“e final aero-
dynamic vane shape., These studies included calculations of
the maximum transient thermal stresses that would occur in
the vane during an engine start and also the peak bending
stresses that would occur in the vane from the steady-state
air loads. The results of thesgtitudles were to be used to
establish the strength goals of e beryllide material (Com-
p051t10n 1) to be developed for stator:appllcatlon.

The same analytical procedures, assumptlons, and computer
programs that were used for the rotor blade thermal studies
(Paragraph 3.3.1.1) were used for the temperature and thermal-
stress analyses of the stator vane. The beryllide Composi-
tion 1 physical properties that were estimated for these
studies were shown in Table VIII. While thermal-stress
analyses were performed on the stator vane designs under con-
sideration for four different engine transient temperature
profiies, the data presented in this report were based on the
same assumed TIT-variation-with-time temperature profile that
was usecd for the rotor blade analyses. This temperature
profile (Figure 27) was considered to be the most realistic
estimate of the transient temperature conditions that wouild
be encountered during a normal start of an engine of the
design, configuration, and size assumed for this program,
Calculations of the peak banding stresses in the vane due to
the air lcads were based cn the static pressure distribution
around the vane calculated from the vane velocity distribu-
tions established in the aercdyrnamic final design studies
(Figure 23).

Since the stator vane has a fairly constant cross section with
radius, the data presented for the stator studies are for the
cross secticen located at R = 3.5694 and are considered to be
representative values for all cross sections. Subsequent
paragraphs describe the pertinent mechanical studies that

were cecnducted for the stator.
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3.3.2.1 Two-Dimensional Thermal and Thermal-Stress Transient
Analyses of the Stator Vane

These analyses comprised several phases, which are described
in chronoiogical order on the following pages. The initial
3tudy was undertaken to calculate the heat-transfer coeffi-
cient and relative gas-~tenperature distributiocns around the
vane at steady-state conditions. The calculations were based
on the gas velocity distributions (Figure 23) and cvcle inlet
conditions. These cycle conditions, along with the resulting
heat-transfer coefficient and relative gas-temperature dis-
tributions, are shown in Figure 36.

The first mechanical configuration of the aerodynamic vane
design to be evaluated was a solid wvane. Results of this two-
dimensional thermal and thermal-stress study are shown in
Fioure 37. The peak thermal stress occurred as a compressive
stress near the leading edge of the vane. The thermal stress
and temperature distributions in the solid vane at the ap-
proximate time of maximum stress are shown in Figure 38.

The maximum thermal stresses for the solid vane are of the
same order of magnitude as those calculated for the hollow
first-stage blade discussed in Section 3.3.1.1 and, thus, were
considered acceptable. During the analysis it was observed,
however, that the magnitude of the maximum thermal stress
levels in the stator vane were due, in par%t, to the large
variation in gas velocities around the vane and the corres-
ponding heat-transfer coefficient distribution. It was ap-
parent that by discretely locating a radial contoured hole in
the vane, these maximum stresses could be reduced. Since in
the absence of berylliide material properties, the goal was to
minimize the stress levels occurring in the beryllide parts,
analysis was undertaken to determine the location and contourvr
of the radial hole. <calculations were performed to determine
a ratio of pressure-side-wall thickness to suction-side-wall
thickness that would serve to maintain a minimum temperature
difference between the two vane walls during transient condi-
tions. The configuration established was an offset-hollow
vane with wall thickness«s of 0.020 inch for the cool wall
{pressure side} and (.50 inch for the hot wall (suction
side).

A two~-dimensional thermal and thermal-stress study was then
performed on the offset-hollow vane. Results of this study
are shown in Figure 39. The peak compressive shtress occurred
on the pressure side of the vane ijust aft of the radial hole
centerline, and the peak tensile stress occurred near the
leading edge of the vane. The thermal stress and temperature
distributions in the oifset-hollow vane at the approximate
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time of maximum stress are shown in Figure 40. The offset-
hollow vane configuration resulted in an approximate 30 per-
cent reducticn of the peak thermal stresses that were cal-
culated for the sclid vane,

3.3.2.2 Stator-Vane Bending Stress Studies

Studies were made to determine the peak steady-state bending
stresses in both the solid and offset-hollow vanes that result
from the static pressure distribution around the vane. The
calculated peak bending stresses were 11,000 psi for the solid
vane and 14,000 psi for the offset-hollow vare. For both vane
configurations, the peak bending stress was a tensile stress
located at the leadijg edge of the vane where it intersects
the outer eir fererice of the nozzle passage. Shear stresses
in both vane configufations due to static pressure loading
were calcilated to be less than 1000 psi. Figure 41 shows

the locat;on-and position of the principal axis cf the varne
for both/vane configurations used in this study.

These stéady-state bending stresses in the vane were used to
establish the stress-rupture reguirement for the beryllide
vane material.

3.3.2.3 Stator-Vane Attachment Studies

At this time, the anticipated mechanical configuration for
the stator assembly was a series of one-piece stator vanes
attached to an outer ring to form the assembly. Two mechan-
ical stator-vane attachment configurations were designed for
evaluation. These configurations were identified as A and
B, and are shown in Figure 42,

The static pressure drop across the stator vane was calculated
to be 60 psi. This degree of pressure differential imposed
considerable vane loading on the attachment and also presented
a serious sealing problem in the vane attachment. Therefore,
both attachment configurations were designed to ensure ad-
equate sealing and to keep the maximum stresses in the attach~
ment, resulting from the static pressure loading on the vane,
to less than the steady-state bending stresses occurring in
the vane.

Both attachment configurations were designed for use of the
labyrinth provided by lap joints for sealing between the
individual vanes. Also, piston ring arrangements similar to
those used on the Model TPE331 Turboprop Engines were designed
for the stator assembly ID to allow for small axial movements
and still provide a good method of sealing. The piston rings
would provide an elastic member to control the. deformations
of the individual vanes.
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Two separate methods were designed to provide sealing between
the stator shroud and the attachment ring. Configuration A
was designed for use of a flat sealing ring clamped in placa.
Configuration B again employed the labyrinth of a lap joint.

The plan at this time was to evaluate both configurations
experimentally during the cascade test program scheduled for
the stator component., Based on the results of the cascade
testing, one configuration would then be selected for the
final design.

3.3.2.4 Three-Dimensional Thermal Analyses of the Offset-
HBollow Stator Vane

With mechanical configurations of the stator-vane attachment
established, three-dimensional thermal analyses on the offset-
hollow vane with attachment Configuration B were initiated.
Both steady-state and transient analyses were included.

The same computer programs and analytical procedures used
for the two-dimensional analyses were used for the three-
dimensional studies plus the following inclusions and assump-
tions:

1. Radial heat conduction in the vane was included
in the study.

2. The effects of compressor discharge air scrubbing
in the nozzle vanes supporting ring were included
in the study.

3. For the steady-state thermal study, all the heat
flowing into the vane was assumed to flow cut
through the vane attachment to the supporting ring
located on the OD of the stator assembly,

4, For the transient thermal study, the assumed initial
temperature of all metal components was 80°F. The
assumed compressor discharge temperature variation
with time is shown in Figure 43. The TIT variation
with time used in the preceding thermal studies was
again used for this study (Figure 27).

The calculated steady-state temperature distribution for the
offset-hollow vane and attachment Configuration B is shown in
Figure 44. The steady-state thermal study revealed that most
of the nozzle vane was at or near the relative gas tempera-
ture. It was found that a rather large thermal gradient
existed in the stem of the attachment portion of the vane., 1t
was determined that this thermal gradient could present an
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unacceptairle stress problem with the one-piece vane design
due to the bending imposed on the platform by the stem or
dovetail and the restraint provided by the vane itself, At
this time, studies were initiated to design a multiple-piece
vane (described in 3.3.2.5) that would help to relieve these
stresses as viell as ease the fabrication problems encountered
in fabricating a one-~piece vane.

Results of the transient thermal study were uséd to evaluate
the accuracy of the two-dimensional thermal study reported
in 3.3.2.1. Figure 45 shows a comparison of the calculated
temperatures from the two-dimensional study assuming no
radial heat conduction and from this three-dimensional study
assuming radial heat ccnduction. The temperatures shown in
Figure 45 are for vane locations where the maximum calculated
thermal stresses occurred in the offset-hollow vane. There
is good agreement between the two analyses up to 4.0 seconds,
which is well beyond 2.5 seconds--the approximate time of
peak thermal stress. Therefore, it was substantiated that
the two-dimensional thermal studies-accurately predicted the
maximum transient temperature gradients.

3.3.2.5 Multiple-Piece Stator-Vane Studies

Because of difficulties encountered in fabricating a single
or one-piece stator vane (platforms and attachment integral
with the airfoil portion), it was decided to fabricate each
vane insert as three pieces. The insert was to include the
platform and attachment portion on the outer diameter as
one piece, the airfoil as one piece, and the platform and
attachment portion located on the inner diameter as the third
iece. Following a reviaw of the loading on the vane, it
was determined that this change would also improve the stress
sitvation in the vane., This improvement was brought abeut
by the method now required to support the three-piece vane.

Since it would now be an assembly of three pieces, provisiocn
for support of the vane both on the inner diamater

and the outer diameter vas reguirad. The previous one-piece
stator vane was essentially cantiievered from a support on
its outer diametex. In the three~piece configuraticn, the
vare vas simply supported at each end, which reduced the
steady-state bending stresses to approximately one-~fourth
of their previous value in the one-piece design. The steady-
state bending stresses in the aizxfoil for the three-piece
vane were calculated to De 2500 psi in the solié vane and
3250 psi ia the hollow vane.
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Based on the results of the three-dimensional heat study
(Section 3.3.2.4), no change was expected in the transient
thermal stress resulis presented in Section 3.3.2.1.

3.3.2.6 Summation of the Stator Mechanical Studies and
Cascade Test Bvaluation

When the material-property data became available for beryllide
Composition 1, it was found to be inadequate to accommodate
the stresses occurring in the three-piece vane. As reported
in Volume X, this was verified by the cascade testing where
the beryllide test vanes failed in 2 relatively short period
of time. These failures were primarily caused by insuffai-
cient low-temperature ductility in the beryllide to tolerate
the peak thermal stresses occurring during starts and calcu-
lated in the mechanical studies, In addition, the material-
property test results showed that the beryllide had inadequate
stress-rupture strength to satisfy the steady-state stress
requirements of the vane,

Although the vane steady-state stresses had bean compared to
the stress-rupture strength of the beryllide for 200 hours
at 2400°F, a more realistic approach is to compare the
stresses to the 100-hour 0.2-percent creep strength. This
comparison was made by estimating the 0O.2-percent creep
strength to be equal to 80 percent of the stress-rupture
strength. Thus, the stress-rupture strength required for
the three-piece solid-vane configuration becomes 3130 psi
(the calculated stress divided by 0.8) for 100 hours, The
temperature used in this evaluation includes a *200°F allow-
ance for the circumferential spread in combustor discharcge
temperature. This gives a maximum expected vane metal tem-
perature of 2600°F. With this temperature and the stress-
rupture strength presented in Volume I, the 0.2-percent
creep life of the Composition I solid vane is estimated to
be 1.25 hours.
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4. CONCLUSIONS

when the material-property tests (reported in Volume 1) were
completed, the resulting data were compared with the turbine
design requirements calculated in the final design mechanical
studies. The following conclusions were made:

1. The beryllide material had insufficient ductility
for use in either the stator or the rotor components.
Measurable ductility in the beryllides was not
achieved below 2000°F.

2. The beryllide material had insufficient stress-
rupture strength for use in the rotor component.
While Composition 2 displayed adequate stress-
rupture strength for the stator design (200 hours at
2500 psi and 2400°F), it did not approach the rotor
design requirement.

Ir view of these findings, it was decided that without addi-
tional research to further develop a high-temperature turbine
material, it was not expedient to continue design studies for
the uncooled turbine.

Seé
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5. RECOMMENDATIONS

The objective of this activity--to demonstrate the feasibil-
ity of an uncooled-turbine design--was not realized., Success
of the program was precluded by the lack of a suitable tur-
bine material., Even so, the need for such a turbine becomes
increasingly greater, amd the successful design of a small,
high-temperature uncooled turbine should remain an ultimate
goal of advanced turbine technology.

while it is advocated that no further turbine design efforts
be expended at this time, it is recommended that research of
high-temperature materials be continued in an effort to de-
velop a material that would facilitate the success of an
uncooled-iurbine design.
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APPENDIX I
GENERATION OF PRELIMINARY BLADE PROFILES

Figure 46 shows a representative blade profile, along with
the definition of the geometry used. The axial chord CX and
blade spacings are obtained by 2weifel's solidity require-
ment (reference on Page 19):

: — 81
2 ccs 83 31n(32 33,

CX
s ¥ cos Bz (24)
where, for this study, Y = 0.8 (Zweifel's‘recommended opti-
mum value).
From this ratio,
2y,
i G o 4
CX; = ~3 (s). (25)
-~ 1
where r. = radius of blade section

i

Z = number of blades
The blade profile layout (see Figure 46) is obtained by lo-
cating the center of a single arc suctzon-surface radius r,

so that the longest possible arc joins a tangent wlth blade
angle B at the exit and a tangent with angle B at the blade

leading edge. This suction-surface radius is given by

CX + 8 s8in B, cos 8
= 3 3 (26)
s 8in 82 - sin 5;

The blade pressure surface is also a single circular arc ob-
tained by locating a circle through two points and tangent
to a trailing-edge surface te thick. The first point estab-

lishing the pressure surface is oktained by laying out a
leading-edge thickness dimension ta from the leading-edge

intersection of the suction-surface arc. The second point on
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Figure 46. Blade Profile Layout.




the pressure surface is obtained by laying out a camber
thickness TC on a suction-surface radius at a point halfway
through the suction-surface turning angle (32 - 83).

A computer program calculates these blade layout dimensions
and the blade areas and blade moments, and integrates them to
give blade volumes and radial centroids from input data BZ.

83,.3£, 2, t_, TC/CX, t,, and radius of the blade section r,.
For the turbines studied in this program, t, = 0.070 and

te = 0.030. These values were judged to be reasonable from
a fabrication point of view.

Since the blade areas are a function of certain input param-
eters such as number of blades or assumed thickness parame-
ters t_, Tc/cx, and t_, a study of blade-area variation with

two of these parameters was made for the third stage of Tur-
bine Design A-338-5.

Figure 47 shows blade-area variation with radius for 35, 40,
and 45 blades. Figure 48 shows the effect of camber thick-

ness -on blade area. These two figures were prepared for use
in the stress analysis to show sensitivity to these assump-

tions in the blade profile layout.
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NO. OF BLADES 35 40 45

BLADE VOLUME - CU. IN, 0.2780  0.2156  0.1727

RADIUS, CENTROID - IN, 3.9352 3.9359  3.9370

TC- HUB - IN. 0.2568 0.2247 0.1998
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Figure 47. Turbine Dlade Area Distribution Turbine Design
A-338-5, Third Stage, Showing Comparison
Between Different Numbers of Blades.

101




l\‘&
N\

!

!
| i

TC,CX 0.15 0.20

BLADE VOLUME - CU. IN. 0.2516 0.2952
RADIUS, CENTROID - IN,  3.9359 3.9478

TC- HUB - IN. 0.2247 0.2936
TC- TIP - IN, 0.1068 0.1424
CX - HUB- IN, . 1.4982 1.4982

0.40 y
0.39
o~
z \ TC/CX = 0. 20—
< 0.20 _\_ 0.15 \
P> ] .
& S~
é 0.10 A
%3 3.5 3.7 3.9 4.1 4.3 4.5 4.7 4.9
RADIUS, IN.
Figure 48. Turbine Blade Area Distribution Turbine Design

A-338-5, Third Stage, Showing Comparison
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AN
APPENDIX II
METHOD FOR ESTIMATING TURBINE
AERODYNAMIC EFFICIENCY

In general, turbine-blade losses: can be categorized as two-
dimensional profile losses and three-~dimensional losses. The
two-dimensional losses consist of surface friction losses due
to boundary layers and downstream mixing losses due to
boundary-layer and trailing-edge wakes. The three-dimensional
losses consist of end-wall boundary layers, secondary flow
loss2s, and tip clearance losses. Two-dimensional profile
losses can be predicted with reasonable accuracy as long as
the wake region is so thin that it has no effect on the pro-
file velocity distribution. Three-dimensional profile loesses
present a more difficult problem, and experimental data are
required.

For a wide variety of turbine blading, Stewart, whitney, and
Wong* have shown that the trailing-edge momentum thickness
can be correlated with total blade surface diffusion by the
following eguation:

® [ o0.003\ /3 x 10%\ °2 27)
where Bt = total trailing-edge momentum thickness
4 = mean camber-line length of blade section
Re, = blade row Reynolds number based on camber-
line length
D, = total surface diffusion parameter

* Stewart, Warner L., Whitney, Warren J., and Wong, Robert Y.,
A STUDY OF BOUNDARY LAYER CHARACTERISTICS OF TURBOMACHINE

BLADE ROWS AND THEIR RELATION TO OVERALL BLADE LOSS, ASME
Paper No. 59-A-23, 1959,
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The total diffusion parameter is the sum of the suction sur-
face and pressure surface diffusion parameters defined by:

D

I

o
+
o

t s P
V...
D, -1 - exit
max
vmin
D =1 - 7
P inlet
where
Dy = total diffusion parameter
Ds = suction-side diffusion parameter
Dp = pressure-side diffusicn parameter
. Véxit = average exit veiocity
Vﬁax = maximum velocity on the suction side
vﬁin = minimum velocity on the pressure side

These parameters are
shown in Figure 49.

In addition, Zweifel

related to the blade loading diagram as

{reference on Page 19) has shown that

the optimum blade section solidity can be related to the
plaae geometry by tne following expression:

ox _ 2 cos aexit sinAS 28)
s Ycos Binlet
where ¥ = aerodynamic loading coefficient
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The aerodynamic loading coefficient Y is a complex function
that is related to the profile suction and pressure-side
velocities. 1If the idealized suction surface velocity were
constant and equal to the exit velocity and the pressure sur-
face velocity were zero, the loading coefficient would be
unity. The parameter Y varies from 0.65 to 0.80 for highly
loaded blades.

With the assumption of an idealized rectangular loading dia-
gram having zero sucticn-surface diffusion (Ds = 0}, the

parameter Y can be related to the total diffusion parameter
D, by the following expression (see Figure 49):

vV__ ..
\ inlet

By combining the above equations, the two-dimensional surface
friction losses can be related to the biade geometry and the
reguirements of the vector diagram, With use of the above
information, an estimate of the wake mixing losses can be
made according to the Stewart method.* This method can be
refined if detailed blade sections are available, since the
potential flow velocity distribution about the bhlade profile
can be calculated and the results used to determine the
boundary-layer growth on the blade surfaces.

Integration of the estimated two-dimensional blade section
losses over the entire blade heighkt and correction of the
results for end-wall boundary layers provide an estimated
loss for the blade row. The end-wall boundary-layer cor-
rection is described by Stewart, wWhitney, and Wong
(reference on Page 103). Combining stator and rotor loss
estimates results in a predicted aerodynamic stage
efficiency, N3p, A°

“*Stewart, Warner L., ANALYSIS OF TWO-DIMENSIONAL COMPRESSIBLE
FLOW LOSS CHARACTERISTICS DCWNSTREAM GF TURBOMACHINE BLADLE
ROWS IN TERMS OF BASIC BOUNDARY LAYER CHARACTERISTICS, NACA
TN 3515, July 1955.
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Tip-clearance losses in the rotor are correlated by the fol-

lowing equation:

where n3D -
Map, a
Leo Xy =
(o =
h =

Figure 50 shows a

r
} t k
"3p=Mp, & |} T (30)

1 17)

stage efficiency for rotor-tip clearance
equal to ¢

3

= predicted three-dimensional aerodynamic

efficiency at zero clearance

rotcr-tip and mean radius, respectively

rotor-tip clearance
rotor;ilade height
constant, depending on tip shroud geometry

typical loss breakdown for a single-stage

turbine for varying rotor clearance and tip shroud geometry.
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GENERAL

A photoelastic test program was implemented Lo exgericertall,
evaluate the stress distributiorn of the rotor disx blaic
fir-tree attachment configurations that evolved ‘rom the
mechanical studies reported in Paragraoh 3.2.1.2.2Z. The
attachment conrigurations were to be tested over a wide rarnge
of loads, simulating operating conditions, while observing
the corresponding stress distributions. Infermation gained
from these tests was to be used in studies to optimize the
rotor final mechanical design with respect to stress concen-
tration in the attachment area.

The mcdel material selected for the photoelastic test evalu-
ation was CR-~39, an allyl diglycol carbonate resin. VPror the
results of the photoelastic testing to be applicable to the
actual turbine prototype, 1t was necessary that certain
conditions of structural similarity be satisiied. Conditions
of similitude were established through dimensional anaiyses,
and the model loads determined were usea during the test
evaluations.

SIMILITUDE CONDITIONS

The method for establishing similitude conditions tectween
models and prototypes by dimensional analyses was used for
the photoelastic test model.

With the assumption that both the model and the prototype
behave elastically, and with consideration that for the
general case the load distribution may be aifected by the
elastic deformation, it was found that the conditions of
similitude were governed by the relationship

P."E. LT 1)

where the subscripts m and p refer to the model and the proto-
type, respectively; thus,

109




L

«3“ .

E

EE modulus ratio
p

7

zﬁ = scaling factor in the plane of the wheel
P

o

+— = scaling factor in the axial direction

P

For convenience, the scaling factors were made 5:1 in the
plane of the wheel and 1:4 axially. The prototype (centrif-
ugal force) load at operating speed was calculated to be
2500 pounds. Available data indicated a Young's modulus of
between 10 x 10° and 30 x 10° psi for the beryllide proto-
type material and 0.3 x 10° psi for the CR-39 model material.
The requisite model loads were then calculated to be between
31 and 94 pounds, depending cn the elastic modulus of tle
beryllide.

If the structure were sufficiently stiff., the stress distri-
bution would be unaffected by the deformations, and the
preceding restriction on model loads would be unnecessary.

CALIBRATION TEST

The stress-optical characteristics of the CR-39 model mater-
ial were determined by a calibration test of a representative
tensile specimen. The fringe value for the material thick-
ness of 1/4 inch was found to be 340 psi per fringe for the
monochromatic light transmitted through the filter used.

This was in agreement with the manufacturer's published
value of 336 psi per fringe for light, also presumably in

the blue-green portion of the spectrum.

The value obtained in the calibration test was used in the
conversion of fringe value to stress value in the actual
model test.

TEST DESCRIPTION

The model was made five times actual size and was patterned
after Figure 51. Three blade sections were used to simulate
conditions in the vicinity of the center blade on which all
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measuremrents were sad. , SRS X

1he loading trame with the madel 3:. place 1 tle polariscepe
field is illustrated in Figure 53,

Load was applied by adding water to *the initially counter-
balanced tank shown. This was trarsmitted to the model
through the lever-fulcrum arrangement and a set of calibrated
force rings that were instrumented to give readings of the
loads on each blade. The force rings had a capacity of

200 pounds each and, with the attendani instrumentation,

were capable of giving load readings to within #0.5 pound
over the entire load range. A fourth force ring of 700-pound
capacity served as an added check on the total load. The
force rings were threaded, which permitted equalization of
load on each of the blades.

Because of the low fringe orders developed in the model at
the load range of interest, attempts were made to use a
quartz wedge compensator to determine fractional fringe
orders. However, the high-stress gradient in the region
of maximum stress resulted in a loss of distinctiveness in
the fringes. As a result, this approach was abandoned.

In lieu of this, the polariscope was set for light-field,
circularly polarized light, and the blade load was recorded
when the 1/2- and 3/2-order fringe appeared at the point

of maximum stress. Similarly, the loads‘were recorded on
appearance of the first- and second-order fringes with the
use of a dark-field polariscope. Such load readings were
taken over a number of load and unload cycles of the specimen.
The time between cycles {(i.e., recovery period) was generally
greater than 1 hour.

Finally, as an additional experiment, the model was loaded
tc arbitrary values in the desired load range, and thz
fringe values were determined at points of maximum stress
to an accuracy of approximately 1/25th of a fringe.

PHOTOELASTIC RIG TESTING

Upon application of the load to the model, the lower lobes
engaged first. and it was not until the blade load reached a
value of 26 pounds that the upper lobes began to assume load
(Figure 54).
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Figure 54. Photoelastic Fringe Pattern Illustrating
Higher Load Carried by Lower Lobes
(Dark Field).




when both sets of lcbes were engaged, the fraction of the
total blade load carried by each set of lobes was unknown.
Hence, an arbitrary average stress was defined across the
minimum section between the two pairs of lobes and between
the upper lobes and the blade proper as the ratio of total
blade load to the corresponding minimum section area.
Reference is made to the stress concentration factor (SCF),
which is defined as the ratio of the maximum to the average
stress, as an “apparent" or "effective" SCF. Maximum
stresses in all cases were obtained from the photoelastic
patterns at each load.

Results obtained for the first set of tests for the blade
section between the upper and the lower lobes are given in
Table XIII.

TABLE XIII., SCF BETWEEN UPPER AND LOWER LOBES
Maximum Average

Fringe Blade Load Stress tress Apparent
Order (1b) (psi) {psi) SCF
1/2 16.3 17¢ 75.8 2.24
1 34.1 340 158.8 2.14
3/2 58.4 510 272.0 1.87
2 82.0 68C 382.9 1.80

Maximum deviations of individuali load measurements from the
average fcor each set of readings at a particular nmaximum
stress level were less than 12 percent, and average devia-
tions were of the order of 5 percent. Results given in
Tahle }1iII apply only to the case where the upper lsbes do
not make contact withk their matiny surfaces until the lade
load exceeds Fo = 76.1 pounds irn the model.

Analogous results of the second tests for the csection between
the upper lnbes and the biade are given in Takle XIV. Load
values zre accurate to within *G.5 pound, and fringe values
are accurate to within 9.04 of a fringe.
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TABLE XIV. SCF RETWEEN UPPER LOBES AND BLADES
Maximum Average
Fringe Blade Lo&d Stress Stress Apparent
Order (1b) {psi) (psi) SCF
1.00 38.6 340 114 3.C0
1.37 56.4 ' 466 166 2.81
1.88 80.2 640G 236 2.71

Typical fringe patterns from which the data were obtainegd

are shown ia Figures 55 and 56. Again, it should be noted
that the results given above are applicable only to tolerances
existing in the dimensions of the fabricated model used.

Figure 55. Typical Dark-rFieid Photoelastic Pattern
at High Loac.




1]
Figure 56, Lighat-Field Fhotoelastic Pattern
Corresponding to Internal Load
Range.

when the full blade load was carried by the lower lobes for
loads less than or equal to Fo' and further loads were shared
by the upper and lower 1lobes, then

2]
- — — m -
SC! = K = Fo) fOL F > FG (32)

3

+..—'-
a Po C(F
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and

UmA
= 0 <
K.a T for F Fo / (33)

where F = total blade locad

A = cross-sectional area (0.215 sq in.)
C = fractional load carried by lower lobes when
both lobes were active at all times
O = maximum stress at section for blade load, F

Por fringe order 1/2, F < Fg and Equation (33) were appli-

cable, and for this case the apparent and true stress-—
concentration factors were identical., For the remaining
cases, Equation (32) may be written in the forms

K, (Fo rc(F, - F )| = <0m A> (34)
! ] 1
< - \ - \
Ka [F ' C (F3//2 FO' ‘/Um: /OA) {35}
\ -ty -
. _ - \
z(a [Fo + C(FZ FQ) <0m2A) (3¢}

where the subscripts 1, 3/2, and 2 refer to the data for the
corresponding fringe order. By eliminating C from the above
equations, three equations for K, were cbtained:

- ’ A
K, = {0“‘1 (F2 - Fo) -0 (Fl - Fo)] F, (Fz - Pl) (37)
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C e T

- r’- 4™ ~ 3 . 2 o= — \1 A P .
K= 0’ \Ey s = I8 =~ ° . ir, - i} — (&, ;n = F.)
a l my 372 o Ty ig 1 o ry 372 1
. (38)
K. - Crn (FZ - E?o} - jm (F3/2 - Fo} %~ (F2 - F3/2)
= 3/2 T2 o

(39)

which vielded, respectively, K, 2.34, 2,34, and 2.28. The

average value okiained from the four sets of data gave
Ké = 2,30, By using this value of Ka {2.30) in Equations (34),

(35), and (36), C = 0.714, 0.670, and 0.674, respectivelvy,
for an average value of C - 0.686.

A fairly comprehensive picture of the stress levels expected
to develop at the blade section between the upper and lower
lobes for a variety of fits at the fir-tree joint has evolved.
Thus, Equation (32) may be written

Q

. - oom ‘ -
Ces T = K {R.C(l R)} (40)

where R = FO/F = fraction of total load at which the upper

iobe first became engaged.

The effective stress concentration factor as defineé by
Equation (40) varied lin=arly with R from a value of 1.59
at R=0 to 2.30 at x = 1.0 The meximum stress developed
in the prototype at operati

2500 pounds) is given a

g speed (i.e,, blade load of

tin
a function of R in Figure 57.

r
s
The fractional load between appearances of fringe orders 1,
3/2, and 2 was divided bhetween the upper and lower lobes

in the ratio C:{(1-C}. 17hus, there was an independent measure
of Keff at R = 0, The average value so determined was Kéff =

1.52 as compared with the 1.59 value calculated previously.

A similar calculaticn for K_ t+he effective siress concen-

cff’
tration factor between the upper lobes ané blade, gave an
average vaiue for R = O:

K = 2.46

eff
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With simultanecus engagement of both sets of lobes, a maximum
stress of 22,600 psi was expected at this section in the
prototype (beryllide) klade.

The results of this photoelastic stress analysis of the
fir-tree connection between the blade and hub of the
2400°F turbine wheel indicated the following:

1. with simultaneous engagement of all lobes of the
fir tree, the lower lobes would carry 68 percent
of the total blade lcad, This fraction of the total
load may be reduced slightly in the prototype because
of the camber on the outer bhoundary of the outer hub
lobes.

2., The maximum stress between the upper ané the lower
blade lobes {23,100 psi) was about 2 percent higher
than that between the tpper lobe and bilade proper
(22,600 psi) at R = §. This difference was less
than the possible experimental error. By using
the experimental value Kéff = 1.%2 rather than

the experimental value 1.59, a value 2 percent
lower (rather than 2 percent higher} was obtained.
With the change in stiffness due to the canber
mentioned above, it was prcbabkle that for R= 0

the maximum stress would be slightly higher between
the upper lobe and the blade than elsewhere in the
fir-tree joint.

3. The results formed a basis for a comprehensiv:
experimental stress-analysis program iecading to
improved design and establishment of allowable
tolerance limits for inspection.

4. 1t further appeared to be desirable t& investigate
stress conditions resulting from nonsymmetric en-
gagement of upper and lower lobes. This could also
be accomplished through the proper use of shims,

In addition, analysis of the data indicateqd that the first
rtlade model either behaved nonlinearly at low loads or had
initial edge stresses introduced during machining. Further,
the most recent meaguraments 9f the modulus of elasticity

of beryllide had lowersg ihe model load for zimilitude with
the prototype to this raange, which made behavior at low loads
of even more significance. Therefore, a new blade model was
made, and the behavior under low loads was investigated.




kg

The stress distribution in the elements of the fir-tree con-
figuration under load depended markedly on the deformation
accompanying the load. The maximum stresses in the blade
varied with the load in a nonlinear and discoarinuous maaner
in the model tests.

Steel shim stock was placed betwesn the disk and the upper
blade lqbes to ensure loading of only the upper lobes. The
load was slowly applied, and the fringe order at the fillet
above the upper lobes was determined at approximately every
S-pound increment of load, to a maximum total of 35 pounds.

During loading, it was noticed that the increment of fringe
order accompanying the load increase from 22 to 27 pounds
was of a iarger magnitude than the fringe crder over equal
load increments. Therefore, the load was reduced from 35
to approximately 22 pounds to give an additional check
measurement of the fringe order at that load. All of the
load was then removed, and the specimen fringe order was
again zero, as at the start of the load cycle,

The test data were then reduced to give absolute fringe order
as a function of load, and the results were plotted as shown
in Figure 58. The data defined twc apparently separate
curves. Equally surprising was the difference in fringe
order at a 22- to 23-pound load cobtained on the loading-
versus-unloading cycle. '

The only explanation for the phenomena described ahove ig that
the load distribution at the loaded blade-disk interface
changes suddeniy (i.e., discontinuously) at a load scmewhere
between 22 and 27 pounds on loading and at some 1oad below

23 pounds on unlouding. The discontinuity is caused by
sticking and slipping of one contacting surface against the
other.,

There was again some evidence of the stick-slip process when
the shims were moved to give contact at the lower tlade lobes
only. However, this occurred at smaller load increments, and
it was possible to plot a continuous curve for maximum stress
versus load as shown in Figures 59 and 60. These iatter
curves alsc indicated bending of the blade in addition to the
tension. This is shown by the difference in stress at the
two fillets between the lower and upper blade iobes.
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The nonlinearity of maximum fillet stress as a function of
load is due to the influence of elastic deformations on stress
distrxibution in the fir-tree configuration. Thus, in addition
to gecmetrical similitude of the photoelastic model and its
prototype, there must be similitude in load distribution if
photoelastic data are to be applicable to the turbine itself.

When the relationship between the applied model load Pm and
the prototype load Pp was derived, it was reccgnized that,

should deflections influence load distribution, a further
propliem could arise with regard to its applicability for
the following reason: in the model, both the disk and the
blade were of the same material (CR-29), having a value
Em = 3 x 10®° psi; while in the prototype, the disk was of

IN-10C (Ep = 24 x 10® psi) and the blade was of beryllide
(Ep = 39 x 10° psi). This became a reai problem when inter-

preting the results obtained in terms of p*ototype stress
levels to be expected.

In contrast, the result for the disk (F‘gure 61) is singularly
linear. The probable explanatinn for this is that during the
sl ipping process, all of the relative motion occurred between
he blade and the shim, so that the load distribution on the
1sk model remained ostensibly unchanged.

The redistribution of load in the prototype may be expected
to differ f£rem that in the model for two reasons: {1} the
difference in elastic modulus-of the blade and disk materials
and (2} the vibration of the engine during locading, which may
eliminate the stick-slip process (the change in load distri-
bution would be a continuous process).

Despite the limitations of the model studies, useful design
information may nevertheless be obtained from the photcelastic
results,

The prototype stresses were calculated at the three critigal
fillet sectiong in the blade and disk on the assumption that
both the blade and disk material was IN-1G0 ané recalculated
on the assumption that the materizl was beryllide. These

stresses were plotted as functions of the perxrcent of full

load {2500 pounds) carried by the upper and lower lcbe pairs
in Figures 62 and 63. The discontinuity shown in Figure 58
was "faired" out in developing the upper curves in Figure 637
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The curves of Figure 63 are labeled with regard to similitude
with a material having E = 39 x 10% psi (peryllide) or one
having £ = 24 x 10° psi (IN-100). For the case of a beryl-
lide blade and an IN-100 disk, the blade stresses wouid be
higher than those shown by the lower curves, and use of the

upper curves for design purposes would not be overly conserva-
tive.

PHOTOELASTIC TEST COMCLUSIONS

Review of the photoelastic test results revealed that the
indicated stresses were somewhat lower than those calculated
duringy the fir-tree attachment design studies. However, as
reported in the design studies (Paragraph 3.3.1.2.2), there
were a number of minor differences between the fir-tree at-
tachment modeled in the photoelastic tests and the fir-tree
attachment analyzed in the design studies. Thus, care was
exercised when comparing the stresses from the two studies.

The major contribution of the photoelastic test was the data
on the relative effects of tolerances and load sharing between

the lobes. This information made the photoelastic testing a
valuable tool in establishing the final fir-tree configu-

ration.

SECTION "L"

Figure 64. Loading Considered in Fir-Tree Analysis.
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APPENDIX IV
THERMAL-CONDUCTION TEST PROGRAM

GENERAL

The tests described in this appendix were conducted to
determine the thermal conductance across the interxface nf
the beryllide and IN-100 contacting surfaces jn the two-lobe
fir-tree disk/blade attachment.

CONDUCTICN RIG DESIGN

The instrumented test specimens consisted of two IN-10Q
cylinders 0.75 inch in diameter over a length of 1.5 to 2.0
inches (Figure 65). The upper specimen had an enlarged
section 1.25 inches in diameter at its upper end, which was
heated by an induction coil. The lower specimen terminated
in a block approximately 4 x 4 x 2.5 inches, in which pro-
vision was made for circulating cooling water.

The ends of the specimens away from the enlarged sections
were ground tc a finish of rms 20-24. Thermocouples were
attached to the specimens along the heat flow path. The four
thermecouplies on the circumference and the thermocoupie on the
specimen axis at axial stations 0.125 and 0.875% inch from the
interfaces (i.e., the specimen ends) served to give a measure
of the uniformity of temperature and lcad, over the specimen
cross sections. Additional thermccouples 0.5 inch from tie
interfaces and at the specimen axis were used in conjunction
with the others tc measure the axial temperature distribution.
The thermocouple installation is shown in Figure 66.

With these two specimens, it was possible to directly measure
the interface resistance to heat flow or its reciprocal, the
thermal conductance of the interface, as a function of the
pressure. However, specimens of the beryllides could not ke
satisfactorily instrumented and were, therefore, fabricated
as thin disks 0.75 inch in diameter and 0.0625 and 0.125 inch
thick. These disks ware ground-finished on both sides tc i6
rms and presented two interfaces with the IN~100 specimens.
For comparison, an IN-100 disk 0.125 inch thick was also
fabricated and finished to the same rms value.

During the tésts, thermal insulation was packed around the
specimens over the full length of the 0.75-inch-diameter szec-
tions while the specimens were in alignment and under a com-
pressive load of about 200 pounds.
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Figure 66. Thermocouple Installation.
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CONDUCTION RIG TESTING

Loads were applied to the specimens through a spherical seat
loading head by a hydraulic test machine, with power to the
inductics heating coil supplied by an oscillator. Tests were
conducted at interface pressuzes of 100, 1000, and 200C psi.
Thermocouple readindgs were taken every 15 minutes until
steady-state conditions were reached for each load.

The thermal conductivity variation with temperature for IN-100
is given in Figure 67 and was used to determine the heat flow
across the interface. Similar data for beryllide are also
given in FPigure 67 and were used to calculate the temperature
drop across the beryllide disk.

Temperatures measured on the circumfearence of the specimen at
Station 1 were 40° to»50°F higher than those on the axis. A
sinilar difference was observed at Station 6, but with tem-
peratures on the circumference 'lower than those on the axis.
This was due to the shortness of the transition distances
between the heat source and heat sink and the instrumented
test length of the specimen. However, the variation in tem—
peratures as measured at Stations 3 and 4 was of the order of
10°F in each case, and the average temperatures were within

a8 degree or two of the axis temperatures.

The average interface temperature in the tests with the beryl-
1lide disks was 1109°F; with an IN-100 disk, it was 1064°F;

and with IN-100 versus IN-100 (a single interface), it was
873°F, :

Calculated contact resistances based on the test data are in
reasonable agreement with the sparse published values avail-
able in the literature for interface temperatures and pres-
sures considered in Table XV,

Differences in contact resistance among the various test con-
figurations were not .considered to be large, in view of the
individual differences between the characteristics of the con-
tacting surfaces in each test, the differences in relative
orientation of tool marks on contacting surfaces, etc.

The thermal contact resistance between IN-100 and beryllide
as measured in these tests was roughly one-half as large as
the value assumed in the design phases of the uncooled
turbine,
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TABLE XV. COMPARYISON OF THERMAIL CONTACT RESISTANCE AL
MEASURED IN REFORTED TESTS WITH PUBLIGHED
DATA FOR SURFACES (F APPROAIMAT“LY SIMILAR

RMS VALUES
COntactzResistance
(-]
Interface (Hr-Ft”-°F/Btu)

Material RMS Tempggature 1000 psi 2000 psi
Steel/steel* 3-32 i80 0.00045 0.00040
Steel/steel# 3-16 600 0.00010  0.00005
BeryllidE/IN~lOO(avg) 16=24 1100 0.00026 0.00021
INAIOO/IN—IOO 16-~-24 875 0.0G6027 £.00023

*Kouwenhoven, W. R.. and J. H. Potter, THERMAL RESISTANCE OF
METAL CONTACTS, The Welding Journal, Vol. 27, No. 10,
October 1948, pp. 515s-520s.

CONDUCTION TEST CONCLUSIONS

The test results iudicated that the contact resistance was
approximately 50 percent smaller than that estimated and used
in the rotor thermal analysis of the final design mechanical
studies. However, the estimated contact resistance used for
the thermal analyeis was so small that further reduction
would have had ittle or no effect on the calculated disk
temperatures.
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“This report describes serodynamic.and mechanical design studies conducted to establish
the preliminary design of a 24G0°F uncooled turbine component, The design activity was
conducted concurrently with materials research to definc the properties of IN-100 and
AiResist 13 and to develop a high-temperature turbine material from intermetallic
compositions of beryllide (Volmwe~1). The turbine mechanical design studies were based
on estimites of IN-100 and beryllide waterial properties. 1
Prcliminary design studies were cenducted to define a mumber of aerodynanic designs for
efficiency comparisons an¢ blade stress analyses, leading to selection of a candidate
turbine design. ¥reliminary thermal and centrifugal stress analyses were conducted
for cach disk of the candidate turbine,

The design established for the uncooled turbine was a three-stage axial! flow turbine
with equal work split among stages. The first- and second-stage blades and vancs were
of beryllide material, and the third-stage rotor was to be integrally cast IN-100.
Extensivc thermal and stress analyses were conducted on first-stage turbine cosponents
to evaluate the feasibility of the uncooled turbine design.

The design studies werc terminated when it becaxe apparent that the proposed beryllide
turbine material lacked sufficient stress-rupture strength for rotor application and
did not posscss adequate ductility for either stator or rotor application,
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